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REEL DISASSEMBLY 
1. Remove the nuts from the hub studs and lift off the 

rotating cover. 

2. Disconnect the outer cable from the inner cable. 

3. CABLE-HOSE REELS - Disconnect the hoses from the 
reel hub fittings. 

4. Scribe a mark on the inner cable housing and the inner 
reel flange to aid in alignment during reassembly. 

5. Remove the four nuts and washers attaching the inner 
cable housing to the inner reel flange. 

6. RIGHT HAND REEL (See Hose Reel Indentification) 

a. Pull both flanges (with outer hose/cable) off the hub 
studs. Rotate the flanges slightly to free the inner 
cable connector. 

b. Remove the shaft outer snap ring. 

c. Pull the hub and stud bracket off the shaft. 

NOTE: The O-rings in the hub produce friction. It may 
be necessary to tap gently on the end of the shaft with a 
rubber mallet while pulling on the hub. 

LEFT HAND REEL (See Hose Reel Identification) 

a. Remove the shaft outer snap ring. 

b. Pull the hub off the shaft. 

c. Remove both flanges (with outer cable/hose) and 
the stud bracket. 

NOTE: The O-rings in the hub produce friction. It may 
be necessary to tap on the end of the shaft with a rubber 
mallet while pulling on the hub. 

7. Disengage the spring assembly spring end from the 
spring retainer on the shaft. 

CAUTION: Do not allow the inner cable housing to 
rotate independently of its hub. Damage to the inner 
cable will occur if they are rotated. Use tape or wire to 
hold both from rotating. If either has been rotated, refer 
to the inner Cable Housing Timing instructions to 
reposition the inner cable. 
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8. Hold the reel assembly over a work bench by the outside 
of the inner cable housing with the shaft downward. Tap 
the shaft end on the bench. Slide the spring assembly 
out of the inner cable housing and off the shaft. 

9. Remove the mounting brackets and split the mounting 
blocks from the shaft. 

10. Slide the inner cable housing off the shaft. 

CAUTION: Do not allow the inner cable housing to 
rotate independently of its hub. Damage to the inner 
cable will occur if they are rotated. Use tape or wire to 
hold both from rotating. If either has been rotated, refer 
to the Inner Cable Housing Timing instructions to 
reposition the inner cable. 

HOSE REEL IDENTIFICATION 
Viewed from the outer side of reel. 
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INNER CABLE HOUSING TIMING 
1. 

2. 

3. 

4. 

5. 

Determine if the reel is a right hand or left hand model as 
viewed from the outer flange side of the reel. See hose 
reel identification on page 2. 

Position the cable container with the hub cable harness 
toward you. 

Hold the housing from rotating. Wind the hub until tight: 

Right Hand Reel: Wind the hub counterclockwise. 
Left Hand Reel: Wind the hub clockwise. 

Rotate the hub back one revolution. This provides one 
safety turn in the wiring to prevent internal damage. 

Use tape or wire to secure the hub to the housing. This 
will prevent both from rotating. The Inner Cable Housing 
is ready for further reel assembly. 

REEL REASSEMBLY 
1. Remove the outer snap ring from the new shaft/hub 

assembly. Remove the hub from the shaft. 

2. Remove the spring retainer snap ring and spring retainer 
from the old shaft. Install the parts to the new shaft. 

3. Slide the spring assembly onto the new shaft. Secure 
the spring end on the spring retainer. 

4. Fit the inner cable housing onto the shaft (do not rotate) 
and over the spring assembly. Be sure to fit the inner 
cable into the notch in the spring assembly. 

CAUTION: Do not Allow the inner cable housing to 
rotate independently of its hub. Damage to the inner 
cable will occur if they are rotated. Use tape or wire to 
hold both from rotating. If either has been rotated, refer 
to the Inner Cable Housing Timing instructions to 
reposition the inner cable. 

IMPORTANT: The spring assembly must be in its neutral 
position when fitted over the inner cable housing. 

5. Install the split mounting blocks and mounting brackets. 
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6. Lubricate the shaft and bore of the hub with hydraulic oil. 

7. RIGHT HAND REEL 
a. Install the stud bracket and spacer to the new hub. 

Rotate the hub as you slide it onto the new shaft. 

b. Install the shaft outer snap ring. 

c. Place the reel flanges onto the hub, aligning the 
scribe marks on the inner reel flange and inner 
cable housing. 

LEFT HAND REEL 

a. With the stud bracket on the inside of the reel 
flanges, slide the hub and reel flanges as one unit 
onto the shaft. 

b. Align the scribe marks on the inner reel flange and 
inner cable housing. 

c. Install the shaft outer snap ring. 

8. CABLE-REELS - Remove the plugs from the hub and 
fill the hub to within 1/4 in. (6mm) of the threads with a 
50/50 mixture of “STP” and hydraulic oil. 

9. Install the capscrews, lockwashers and nuts to fasten 
the inner reel flange to the inner cable housing. 

LEFT HA 

10. Connect the inner and outer cable connectors. 
CABLE-HOSE REEL SHOWN 

11. CABLE-HOSE REELS-Connect the hoses to the reel 
hub fittings, 

12. Install the rotating cover and hub nuts. The inner cable 
must be laying flat in the flange depression and not 
pinched. Tighten the nuts to a torque of 70-75 ft.-tbs. 
(95-100 N.m). ROTATING COVER 
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HOSE REEL INSTALLATION 

1. 

2. 

3. 

4. 

Attach the reel mounting brackets to the mast mounting 
pad or bracket. 

Connect the reel inner cable to the truck cable at the 
mounting block. Install the clamp to the reel mounting 
block. Install the fixed cover. 

CAUTION: Do not overtighten the fixed cover 
capscrews. 

CABLE-HOSE REELS - Connect the truck valve hoses 
to the reel shaft fittings. 

Raise the truck carriage to just below the hose reel 
assembly. 

5. Prewind the reel spring by grasping the end of the outer 
cable-hose or cable and turning the reel a minimum of 3 
turns in the direction indicated (viewed from the outer 
flange side). 

Right Hand Reel: Wind the reel clockwise. 
Left Hand Reel: Wind reel counterclockwise. 

CAUTION: Rotation in a wrong direction will damage 
the inner cable and reel spring. 

If more tension is required, the reel can be prewound 
additional turns. The maximum turn capacities are: 

Hose-Cable and Cable Reel: 16 total turns. 
Cold Storage Hose-Cable Reel: 12 total turns. 

Total turns = Prewind turns + Working turns 

CAUTION: Exceeding turn capacity of the reel will 
damage the inner cable and reel spring. 

WARNING: Hold hoses firmly while 
connecting cable to the junction block. 

6. While holding. the reel prewound, pull the cable end to 
the junction block. 

7. 

CABLE-HOSE REEL- Fasten the hoses to the junction 
block with the clamp bar and capscrew. Install the cable 
end to the junction block as shown. 

CABLE REEL - Loop the cable once around the junc- 
tion block and fasten with the cable clamp. 

Operate the carriage up and down a few times to make 
sure the cable tracks smoothly and no interference 
exists. 
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AMERICAS
Cascade Corporation
U.S. Headquarters
2201 NE 201st
Fairview, OR 97024-9718
Tel: 800-CASCADE (227-2233)
Fax: 888-329-8207

Cascade Canada Inc.
5570 Timberlea Blvd.
Mississauga, Ontario
Canada L4W-4M6
Tel: 905-629-7777
Fax: 905-629-7785

Cascade do Brasil
Rua João Guerra, 134
Macuco, Santos - SP
Brasil 11015-130
Tel: 55-13-2105-8800
Fax: 55-13-2105-8899

EUROPE-AFRICA
Cascade Italia S.R.L.
European Headquarters
Via Dell’Artigianato 1
37030 Vago di Lavagno (VR) 
Italy
Tel: 39-045-8989111
Fax: 39-045-8989160

Cascade (Africa) Pty. Ltd.
PO Box 625, Isando 1600
60A Steel Road
Sparton, Kempton Park
South Africa
Tel: 27-11-975-9240
Fax: 27-11-394-1147

ASIA-PACIFIC
Cascade Japan Ltd.
2-23, 2-Chome,
Kukuchi Nishimachi
Amagasaki, Hyogo 
Japan, 661-0978
Tel: 81-6-6420-9771
Fax: 81-6-6420-9777

Cascade Korea
121B 9L Namdong Ind. 
Complex, 691-8 Gojan-Dong
Namdong-Ku
Inchon, Korea
Tel:  +82-32-821-2051
Fax: +82-32-821-2055

Cascade-Xiamen
No. 668 Yangguang Rd. 
Xinyang Industrial Zone
Haicang, Xiamen City
Fujian Province
P.R. China 361026
Tel:  86-592-651-2500
Fax: 86-592-651-2571

Cascade India Material 
Handling Private Limited
No 34, Global Trade Centre 
1/1 Rambaugh Colony
Lal Bahadur Shastri Road, 
Navi Peth, Pune 411 030
(Maharashtra) India
Phone: +91 020 2432 5490
Fax: +91 020 2433 0881

Cascade Australia Pty. Ltd.
1445 Ipswich Road
Rocklea, QLD 4107
Australia
Tel: 1-800-227-223
Fax: +61 7 3373-7333

Cascade New Zealand
15 Ra Ora Drive
East Tamaki, Auckland
New Zealand
Tel: +64-9-273-9136
Fax: +64-9-273-9137

Sunstream Industries
Pte. Ltd.
18 Tuas South Street 5
Singapore 637796
Tel:  +65-6795-7555
Fax: +65-6863-1368


