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Handle Pallets and Clamp Loads  
 With One Versatile Attachment

Bolt-on fork arms for 
ease of installation and 
removal

Many additional fork 
configurations and 
accessories

J-SERIES FORK CLAMPS

APPLICATIONS
The Cascade J-Series Fork Clamp is ideal for handling a wide variety of loads. 
Awkward loads such as crates, bales, and tyres can be clamped between 
the forks. The fork clamp also functions as a fork positioner, allowing the 
truck operator to quickly reposition the forks to fit varying pallet or container 
configurations. Forks can be opened wider than the frame width—some-
thing a normal fork positioner cannot do—which makes handling wide loads 
easier. Ideal for food processing, automotive, manufacturing, recycling,               

foundries and general manufacturing operations.

J-SERIES FEATURES
Industry-leading visibility. 
Efficient hydraulic system which minimizes energy consumption  
and maximizes performance.

 ■ Clamp and backhand protection.

 ■ Flow divider for equal arm movement.

 ■ Top-mounted hydraulic cartridges and test port for ease of access 
and adjustment.

 ■ Sideshift circuit relief optimizes sideshift speed and performance. 
Rugged design for optimal strength, durability and performance.

 ■ Center mounted hardened replaceable frame wear segment.  
(Except for revolving models).

 ■ High strength steel frame.

 ■ Lubrication-free, full length UHMW bearings.

 ■ Maximum clamp force for secure handling.
Designed for convenience and performance.

 ■ Integrated true centering key for precise and secure installation

 ■ Available in two pressure offerings to match attachment to truck    
hydraulic system.

UNIQUE ARM FEATURE

	¡  Bolt-on pallet fork arms.

OPTIONS
	¡ Custom Forks available.

	¡ Drop Shank Forks.

	¡ Slip-On 2-Drum and 4-Drum Arms.

	¡ Slip-On Container Handling Pads.

	¡ Slip-On Rubber Faced Multi-Purpose Pads.

	¡ Independent arm control.

	¡ Regeneration valve (faster opening speed for low flow electric trucks).

	¡ External sideshifting mounting available.

	¡ Full-width lower frame wear strips.

	¡ Valve guard.

	¡ Bumper/Cylinder cover.

	¡ Factory installed load backrest.
	¡ Quick Disconnect Mounting Kit.

Standard adjustable 
pressure relief in clamp 
and sideshift functions 

Industry leading visibility 
through frame

No maintenance bearings 
with 10,000 hour 
warranty
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  lbs   kg  ITI     LxWxT   lbs   kg A   ET   HCG   VCG   B   C 
14J-CFB-2A-0220 $7,825 2,600 1,200   17.1"-61.6" II 36x3.9x1.6 603 274 26.4" 6.9" 5.7" 8.2" 34" 26"
14J-CFB-2A-0225 $7,915 2,600 1,200   17.1"-61.6"  II 42x3.9x1.6 624 284 26.4" 6.9" 6.8" 7.9" 34" 26"
14J-CFB-2A-0230 $7,975 2,600 1,200   17.1"-61.6"  II 48x3.9x1.6 645 293 26.4" 6.9" 8.0" 7.6" 34" 26"
18J-CFB-2A-0220 $8,875 3,500 1,600   16.4"-65.6"  II 36x4.8x1.6 733 333 32.4" 7.2" 6.0" 8.5" 39" 27"
18J-CFB-2A-0225 $8,990 3,500 1,600   16.4"-65.6"  II 42x4.8x1.6 759 345 32.4" 7.2" 7.0" 8.1" 39" 27"
18J-CFB-2A-0230 $9,050 3,500 1,600   16.4"-65.6"  II 48x4.8x1.6 784 357 32.4" 7.2" 8.2" 7.8" 39" 27"
22J-CFB-2A-0220 $9,370 4,200 1,900   16.9"-68.1"  II 36x4.8x1.8 775 352 32.4" 7.6" 6.3" 8.4" 39" 27"
22J-CFB-2A-0225 $9,485 4,200 1,900 16.9"-68.1"  II 42x4.8x1.8 804 365 32.4" 7.6" 7.4" 8.0" 39" 27"
22J-CFB-2A-0230 $9,715 4,200 1,900   16.9"-68.1"  II 48x4.8x1.8 833 379 32.4" 7.6" 8.7" 7.7" 39" 27"
22J-CFB-3A-0220 $9,370 4,200 1,900 16.9"-68.1"  III 36x4.8x1.8 833 379 32.4" 9.1" 7.4" 8.8" 39" 27"
22J-CFB-3A-0225 $9,485 4,200 1,900 16.9"-68.1"  III 42x4.8x1.8 862 392 32.4" 9.1" 8.4" 8.4" 39" 27"
22J-CFB-3A-0230 $9,715 4,200 1,900 16.9"-68.1"  III 48x4.8x1.8 890 405 32.4" 9.1" 9.6" 8.1" 39" 27"
26J-CFB-3A-0220 $10,300 5,100 2,300     18.1"-71.8"  III 36x4.8x2.0 1,022 465 36.4" 8.5" 6.3" 10.2" 41" 30"
26J-CFB-3A-0225 $10,415 5,100 2,300     18.1"-71.8"  III 42x4.8x2.0 1,055 479 36.4" 8.5" 7.2" 9.8" 41" 30"
26J-CFB-3A-0230 $10,470 5,100 2,300   18.1"-71.8"  III 48x4.8x2.0 1,084 493 36.4" 8.5" 8.3" 9.5" 41" 30"

Non-Sideshifting

  Published opening range limits nominal clamp dimensions 
only and may not accommodate loads with same or close to same 
dimension.  Consult Cascade for further assistance.
 When installing 10J or 14J-Sliding Arm Clamps on Cascade 
Hang-on  side-shifters, Quick-Disconnect (QD) lower hooks are 
required.

	 Valve configuration is RH Clamp, LH Sideshift (view from operator). 
Optional reverse valve configuration available.

	 Quick Disconnect mounting available.

	 See page 9-2 for Load Backrests.

	 Clearly specify machine type the clamp is to be mounted on.  
Quotes will need to consider special hook group and flow control. 

	 Wheel Loaders and Telehandlers are subject to the same flow and 
pressure requirements as Forklifts.  

	 Flow control is required for applications which exceed the maximum 
stated flow requirements.

	 Wheel Loader and Telehandlers require special hook configurations.
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  lbs   kg  ITI     LxWxT   lbs   kg A   ET   HCG   VCG   B   C 
14J-CFB-2A-0220 $7,825 2,600 1,200   17.1"-61.6" II 36x3.9x1.6 603 274 26.4" 6.9" 5.7" 8.2" 34" 26"
14J-CFB-2A-0225 $7,915 2,600 1,200   17.1"-61.6"  II 42x3.9x1.6 624 284 26.4" 6.9" 6.8" 7.9" 34" 26"
14J-CFB-2A-0230 $7,975 2,600 1,200   17.1"-61.6"  II 48x3.9x1.6 645 293 26.4" 6.9" 8.0" 7.6" 34" 26"
18J-CFB-2A-0220 $8,875 3,500 1,600   16.4"-65.6"  II 36x4.8x1.6 733 333 32.4" 7.2" 6.0" 8.5" 39" 27"
18J-CFB-2A-0225 $8,990 3,500 1,600   16.4"-65.6"  II 42x4.8x1.6 759 345 32.4" 7.2" 7.0" 8.1" 39" 27"
18J-CFB-2A-0230 $9,050 3,500 1,600   16.4"-65.6"  II 48x4.8x1.6 784 357 32.4" 7.2" 8.2" 7.8" 39" 27"
22J-CFB-2A-0220 $9,370 4,200 1,900   16.9"-68.1"  II 36x4.8x1.8 775 352 32.4" 7.6" 6.3" 8.4" 39" 27"
22J-CFB-2A-0225 $9,485 4,200 1,900 16.9"-68.1"  II 42x4.8x1.8 804 365 32.4" 7.6" 7.4" 8.0" 39" 27"
22J-CFB-2A-0230 $9,715 4,200 1,900   16.9"-68.1"  II 48x4.8x1.8 833 379 32.4" 7.6" 8.7" 7.7" 39" 27"
22J-CFB-3A-0220 $9,370 4,200 1,900 16.9"-68.1"  III 36x4.8x1.8 833 379 32.4" 9.1" 7.4" 8.8" 39" 27"
22J-CFB-3A-0225 $9,485 4,200 1,900 16.9"-68.1"  III 42x4.8x1.8 862 392 32.4" 9.1" 8.4" 8.4" 39" 27"
22J-CFB-3A-0230 $9,715 4,200 1,900 16.9"-68.1"  III 48x4.8x1.8 890 405 32.4" 9.1" 9.6" 8.1" 39" 27"
26J-CFB-3A-0220 $10,300 5,100 2,300     18.1"-71.8"  III 36x4.8x2.0 1,022 465 36.4" 8.5" 6.3" 10.2" 41" 30"
26J-CFB-3A-0225 $10,415 5,100 2,300     18.1"-71.8"  III 42x4.8x2.0 1,055 479 36.4" 8.5" 7.2" 9.8" 41" 30"
26J-CFB-3A-0230 $10,470 5,100 2,300   18.1"-71.8"  III 48x4.8x2.0 1,084 493 36.4" 8.5" 8.3" 9.5" 41" 30"

Non-Sideshifting

  Published opening range limits nominal clamp dimensions 
only and may not accommodate loads with same or close to same 
dimension.  Consult Cascade for further assistance.
 When installing 10J or 14J-Sliding Arm Clamps on Cascade 
Hang-on  side-shifters, Quick-Disconnect (QD) lower hooks are 
required.

	 Valve configuration is RH Clamp, LH Sideshift (view from operator). 
Optional reverse valve configuration available.

	 Quick Disconnect mounting available.

	 See page 9-2 for Load Backrests.

	 Clearly specify machine type the clamp is to be mounted on.  
Quotes will need to consider special hook group and flow control. 

	 Wheel Loaders and Telehandlers are subject to the same flow and 
pressure requirements as Forklifts.  

	 Flow control is required for applications which exceed the maximum 
stated flow requirements.

	 Wheel Loader and Telehandlers require special hook configurations.
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3,500 lb - 5,100 lb | FORK CLAMPS REVOLVING
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  lbs   kg    ITI       LxWxT   lbs   kg A   ET   HCG   VCG B C
18J-CFR-2A-0220 $17,860   3,500 1,600   16.4"-65.6" II   0° 36x4.8x2 1,234 561 32" 11.9" 8.0" 11.3" 39" 31"
18J-CFR-2A-0225 $17,945   3,500 1,600   16.4"-65.6"  II     0° 42x4.8x2 1,267 576 32" 11.9" 8.0" 10.9" 39" 31"
18J-CFR-2A-0230 $18,000   3,500 1,600   16.4"-65.6"  II   0° 48x4.8x2 1,308 595 32" 11.9" 9.0" 10.6" 39" 31"
22J-CFR-2A-0220 $18,670   4,200 1,900   17.0"-68.4"  II     0° 36x4.8x2 1,283 573 32" 12.0" 7.5" 11.3" 41" 31"
22J-CFR-2A-0225 $18,900   4,200  1,900   17.0"-68.4"  II   0° 42x4.8x2 1,295 589 32" 12.0" 8.3" 11.0" 41" 31"
22J-CFR-2A-0230 $19,120   4,200 1,900   17.0"-68.4" II     0° 48x4.8x2 1,327 603 32" 12.0" 9.1" 10.7" 41" 31"
22J-CFR-3A-0220 $18,670 4,200  1,900 17.0"-68.4"  III   0° 36x4.8x2 1,264 574 32" 13.2" 9.0" 11.3" 41" 31"
22J-CFR-3A-0225 $18,900   4,200 1,900 17.0"-68.4" III     0° 42x4.8x2 1,296 589 32" 13.2" 9.0" 11.0" 41" 31"
22J-CFR-3A-0230 $19,120   4,200  1,900   17.0"-68.4" III   0° 48x4.8x2 1,349 613 32" 13.2" 10.0" 10.7" 41" 31"
26J-CFR-3A-0220 $19,795   5,100 2,300 17.3"-71.4" III   0° 36x5.9x2 1,526 694 32" 13.7" 9.0" 11.3" 41" 31"
26J-CFR-3A-0225 $19,875   5,100 2,300 17.3"-71.4" III     0° 42x5.9x2 1,593 724 32" 13.7" 11.0" 10.4" 41" 31"
26J-CFR-3A-0230 $20,210   5,100 2,300   17.3"-71.4" III 0° 48x5.9x2 1,634 743 32" 13.7" 11.0" 10.4" 41" 31"

   Remanufactured Alternative (See Section 16 for complete Remanufactured offering and pricing)
	    Published opening range limits nominal clamp dimensions only and 

may not accommodate loads with same or close to same dimension. 
Consult Cascade for further assistance.

	 Valve configuration is RH Clamp, LH Sideshift (view from operator). 
Optional reverse valve configuration available.

	 Quick Disconnect mounting available.

360˚ Rotation Bolt-on Arms

OTO
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	 Clearly specify machine type the clamp is to be mounted on.  
Quotes will need to consider special hook group and flow control. 

	 Wheel Loaders and Telehandlers are subject to the same flow and 
pressure requirements as Forklifts.  

	 Flow control is required for applications which exceed the maximum 
stated flow requirements.

	 Wheel Loader and Telehandlers require special hook configurations.
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  lbs   kg  ITI     LxWxT   lbs   kg A   ET   HCG   VCG   B   C 
14J-CFB-2A-0220 $7,825 2,600 1,200   17.1"-61.6" II 36x3.9x1.6 603 274 26.4" 6.9" 5.7" 8.2" 34" 26"
14J-CFB-2A-0225 $7,915 2,600 1,200   17.1"-61.6"  II 42x3.9x1.6 624 284 26.4" 6.9" 6.8" 7.9" 34" 26"
14J-CFB-2A-0230 $7,975 2,600 1,200   17.1"-61.6"  II 48x3.9x1.6 645 293 26.4" 6.9" 8.0" 7.6" 34" 26"
18J-CFB-2A-0220 $8,875 3,500 1,600   16.4"-65.6"  II 36x4.8x1.6 733 333 32.4" 7.2" 6.0" 8.5" 39" 27"
18J-CFB-2A-0225 $8,990 3,500 1,600   16.4"-65.6"  II 42x4.8x1.6 759 345 32.4" 7.2" 7.0" 8.1" 39" 27"
18J-CFB-2A-0230 $9,050 3,500 1,600   16.4"-65.6"  II 48x4.8x1.6 784 357 32.4" 7.2" 8.2" 7.8" 39" 27"
22J-CFB-2A-0220 $9,370 4,200 1,900   16.9"-68.1"  II 36x4.8x1.8 775 352 32.4" 7.6" 6.3" 8.4" 39" 27"
22J-CFB-2A-0225 $9,485 4,200 1,900 16.9"-68.1"  II 42x4.8x1.8 804 365 32.4" 7.6" 7.4" 8.0" 39" 27"
22J-CFB-2A-0230 $9,715 4,200 1,900   16.9"-68.1"  II 48x4.8x1.8 833 379 32.4" 7.6" 8.7" 7.7" 39" 27"
22J-CFB-3A-0220 $9,370 4,200 1,900 16.9"-68.1"  III 36x4.8x1.8 833 379 32.4" 9.1" 7.4" 8.8" 39" 27"
22J-CFB-3A-0225 $9,485 4,200 1,900 16.9"-68.1"  III 42x4.8x1.8 862 392 32.4" 9.1" 8.4" 8.4" 39" 27"
22J-CFB-3A-0230 $9,715 4,200 1,900 16.9"-68.1"  III 48x4.8x1.8 890 405 32.4" 9.1" 9.6" 8.1" 39" 27"
26J-CFB-3A-0220 $10,300 5,100 2,300     18.1"-71.8"  III 36x4.8x2.0 1,022 465 36.4" 8.5" 6.3" 10.2" 41" 30"
26J-CFB-3A-0225 $10,415 5,100 2,300     18.1"-71.8"  III 42x4.8x2.0 1,055 479 36.4" 8.5" 7.2" 9.8" 41" 30"
26J-CFB-3A-0230 $10,470 5,100 2,300   18.1"-71.8"  III 48x4.8x2.0 1,084 493 36.4" 8.5" 8.3" 9.5" 41" 30"

Non-Sideshifting

  Published opening range limits nominal clamp dimensions 
only and may not accommodate loads with same or close to same 
dimension.  Consult Cascade for further assistance.
 When installing 10J or 14J-Sliding Arm Clamps on Cascade 
Hang-on  side-shifters, Quick-Disconnect (QD) lower hooks are 
required.

	 Valve configuration is RH Clamp, LH Sideshift (view from operator). 
Optional reverse valve configuration available.

	 Quick Disconnect mounting available.

	 See page 9-2 for Load Backrests.

	 Clearly specify machine type the clamp is to be mounted on.  
Quotes will need to consider special hook group and flow control. 

	 Wheel Loaders and Telehandlers are subject to the same flow and 
pressure requirements as Forklifts.  

	 Flow control is required for applications which exceed the maximum 
stated flow requirements.

	 Wheel Loader and Telehandlers require special hook configurations.
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  lbs   kg  ITI     LxWxT   lbs   kg A   ET   HCG   VCG   B   C 
14J-CFS-2A-0220 $8,695   2,600 1,200   17.1"-61.6"  II 36x3.9x1.6 602 274 26.4" 6.9" 5.7" 8.2" 34" 26.1"
14J-CFS-2A-0225 $8,790   2,600 1,200   17.1"-61.6"   II 42x3.9x1.6 624 284 26.4" 6.9" 6.8" 7.9" 34" 26.1"
14J-CFS-2A-0230 $8,845 2,600 1,200 17.1"-61.6"  II 48x3.9x1.6 644 293 26.4" 6.9" 8.0" 7.5" 34" 26.1"
18J-CFS-2A-0220 $9,775 3,500 1,600   17.1"-65.6"   II 36x4.8x1.6 733 333 32.4" 7.2" 6.0" 8.5" 39" 26.8"
18J-CFS-2A-0225 $9,830   3,500 1,600   16.4"-65.6"   II 42x4.8x1.6 759 345 32.4" 7.2" 7.0" 8.1" 39" 26.8"
18J-CFS-2A-0230 $9,885   3,500 1,600   16.4"-65.6"   II 48x4.8x1.6 784 357 32.4" 7.2" 8.2" 7.8" 39" 26.8"
22J-CFS-2A-0220 $10,245 4,200 1,900   16.9"-68.1"   II 36x4.8x1.8 775 352 32.4" 7.6" 6.3" 8.4" 39" 26.8"
22J-CFS-2A-0225 $10,355 4,200 1,900   16.9"-68.1"   II 42x4.8x1.8 804 365 32.4" 7.6" 7.4" 8.0" 39" 26.8"
22J-CFS-2A-0230 $10,590 4,200 1,900   16.9"-68.1"   II 48x4.8x1.8 833 379 32.4" 7.6" 8.7" 7.7" 39" 26.8"
22J-CFS-3A-0220 $10,245 4,200 1,900   16.9"-68.1"   III 36x4.8x1.8 833 379 32.4" 9.1" 7.4" 8.8" 39" 26.8"
22J-CFS-3A-0225 $10,355 4,200 1,900   16.9"-68.1"   III 42x4.8x1.8 862 392 32.4" 9.1" 8.4" 8.4" 39" 26.8"
22J-CFS-3A-0230 $10,590 4,200 1,900   16.9"-68.1"   III 48x4.8x1.8 890 405 32.4" 9.1" 9.6" 8.1" 39" 26.8"
26J-CFS-3A-0220 $11,170   5,100 2,300 18.1"-71.8"   III 36x4.8x2.0 1022 465 36.4" 8.5" 6.3" 10.2" 41" 30.3"
26J-CFS-3A-0225 $11,285   5,100 2,300 18.1"-71.8"   III 42x4.8x2.0 1055 479 36.4" 8.5" 7.2" 9.8" 41" 30.3"
26J-CFS-3A-0230 $11,340   5,100 2,300 18.1"-71.8"   III 48x4.8x2.0 1084 493 36.4" 8.5" 8.3" 9.5" 41" 30.3"

Sideshifting

09 Clamps
Installation Kit

Catalog Order No. Suggested List Price USA $
6932932  $275

Installation Kit
Catalog Order No. Suggested List Price USA $

6891088 $275

Installation Kit
Catalog Order No. Suggested List Price USA $

 672442 $275

Installation Kit
Catalog

Order No. Model
Suggested List 

Price USA $
6891088 J-Series / JIC Fittings $275
 672442 70D, 80D $275

 3016583 High Pressure 70D, 80D (3,500 psi) $395

Installation Kit
Catalog 

Order No. Model Suggested List 
Price USA $

6891088 26J $265
 672442 70D $265

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $
6891088 J-Series / JIC Fittings $265
 672442 70D $265

 3016583 High Pressure 70D (3,500 psi) $395

Installation Kit
Catalog 

Order No. Model
Suggested List

Price USA $
6891088 Sideshifting $265
6932932  Non-Sideshifting $265

Installation Kit
Catalog 

Order No. Model
Suggested List

Price USA $
6932932 Non-Sideshifting $265
 6891088 Sideshifting $265
 672442 Revolving $265

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $
6932932 Single Function, Non-Sideshifting $265
6932933 J-Series / ORFS Adapters 

Non-Sideshifting
$265

6891088 J-Series / JIC Fittings $265
6891470 J-Series / ORFS Adapters  $265
 672442 Sideshifting 70D, 100D $265
663598 Sideshifting 200D $305
 672442 22J, 26J, 70D, 100D $265

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $
 672442 22J, 26J, 70D, 100D $265
 663598 200D $305

 Catalog 
Order No.  Model 

 Suggested List 
Price USA $ 

 6932932   Single Function, Non-Sideshifting $265
6932933 J-Series / ORFS Adapters 

Non-Sideshifting
$265

6891088 J-Series / JIC Fittings $265
6891470 J-Series / ORFS Adapters  $265

 672442  Sideshifting 70D, 80D, 70F; 
All Revolving  Models $265

 3016583  Sideshifting High-Pressure 70D, 
80D (3,000 psi), 70F $395

 663598  Revolving No-Arm 140G, 200D $305

Installation Kit 
Each kit contains the necessary hoses and 
fi ttings to connect a standard Clamp to the 
hose terminal on the lift truck carriage.

SA0018.ai

    Published opening range limits nominal clamp dimensions only 
and may not accommodate loads with same or close to same 
dimension. Consult Cascade for further assistance.

	 Valve configuration is RH Clamp, LH Sideshift (view from operator). 
Optional reverse valve configuration available.

	 Quick Disconnect mounting available.

	 Clearly specify machine type the clamp is to be mounted on.  
Quotes will need to consider special hook group and flow control. 

	 Wheel Loaders and Telehandlers are subject to the same flow and 
pressure requirements as Forklifts.  

	 Flow control is required for applications which exceed the maximum 
stated flow requirements.

	 Wheel Loader and Telehandlers require special hook configurations.
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  lbs   kg  ITI     LxWxT   lbs   kg A   ET   HCG   VCG   B   C 
14J-CFS-2A-0220 $8,695   2,600 1,200   17.1"-61.6"  II 36x3.9x1.6 602 274 26.4" 6.9" 5.7" 8.2" 34" 26.1"
14J-CFS-2A-0225 $8,790   2,600 1,200   17.1"-61.6"   II 42x3.9x1.6 624 284 26.4" 6.9" 6.8" 7.9" 34" 26.1"
14J-CFS-2A-0230 $8,845 2,600 1,200 17.1"-61.6"  II 48x3.9x1.6 644 293 26.4" 6.9" 8.0" 7.5" 34" 26.1"
18J-CFS-2A-0220 $9,775 3,500 1,600   17.1"-65.6"   II 36x4.8x1.6 733 333 32.4" 7.2" 6.0" 8.5" 39" 26.8"
18J-CFS-2A-0225 $9,830   3,500 1,600   16.4"-65.6"   II 42x4.8x1.6 759 345 32.4" 7.2" 7.0" 8.1" 39" 26.8"
18J-CFS-2A-0230 $9,885   3,500 1,600   16.4"-65.6"   II 48x4.8x1.6 784 357 32.4" 7.2" 8.2" 7.8" 39" 26.8"
22J-CFS-2A-0220 $10,245 4,200 1,900   16.9"-68.1"   II 36x4.8x1.8 775 352 32.4" 7.6" 6.3" 8.4" 39" 26.8"
22J-CFS-2A-0225 $10,355 4,200 1,900   16.9"-68.1"   II 42x4.8x1.8 804 365 32.4" 7.6" 7.4" 8.0" 39" 26.8"
22J-CFS-2A-0230 $10,590 4,200 1,900   16.9"-68.1"   II 48x4.8x1.8 833 379 32.4" 7.6" 8.7" 7.7" 39" 26.8"
22J-CFS-3A-0220 $10,245 4,200 1,900   16.9"-68.1"   III 36x4.8x1.8 833 379 32.4" 9.1" 7.4" 8.8" 39" 26.8"
22J-CFS-3A-0225 $10,355 4,200 1,900   16.9"-68.1"   III 42x4.8x1.8 862 392 32.4" 9.1" 8.4" 8.4" 39" 26.8"
22J-CFS-3A-0230 $10,590 4,200 1,900   16.9"-68.1"   III 48x4.8x1.8 890 405 32.4" 9.1" 9.6" 8.1" 39" 26.8"
26J-CFS-3A-0220 $11,170   5,100 2,300 18.1"-71.8"   III 36x4.8x2.0 1022 465 36.4" 8.5" 6.3" 10.2" 41" 30.3"
26J-CFS-3A-0225 $11,285   5,100 2,300 18.1"-71.8"   III 42x4.8x2.0 1055 479 36.4" 8.5" 7.2" 9.8" 41" 30.3"
26J-CFS-3A-0230 $11,340   5,100 2,300 18.1"-71.8"   III 48x4.8x2.0 1084 493 36.4" 8.5" 8.3" 9.5" 41" 30.3"

Sideshifting

09 Clamps
Installation Kit

Catalog Order No. Suggested List Price USA $
6932932  $275

Installation Kit
Catalog Order No. Suggested List Price USA $

6891088 $275

Installation Kit
Catalog Order No. Suggested List Price USA $

 672442 $275

Installation Kit
Catalog

Order No. Model
Suggested List 

Price USA $
6891088 J-Series / JIC Fittings $275
 672442 70D, 80D $275
 3016583 High Pressure 70D, 80D (3,500 psi) $395

Installation Kit
Catalog 

Order No. Model Suggested List 
Price USA $

6891088 26J $265
 672442 70D $265

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $
6891088 J-Series / JIC Fittings $265
 672442 70D $265

 3016583 High Pressure 70D (3,500 psi) $395

Installation Kit
Catalog 

Order No. Model
Suggested List

Price USA $
6891088 Sideshifting $265
6932932  Non-Sideshifting $265

Installation Kit
Catalog 

Order No. Model
Suggested List

Price USA $
6932932 Non-Sideshifting $265
 6891088 Sideshifting $265
 672442 Revolving $265

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $
6932932 Single Function, Non-Sideshifting $265
6932933 J-Series / ORFS Adapters 

Non-Sideshifting
$265

6891088 J-Series / JIC Fittings $265
6891470 J-Series / ORFS Adapters  $265
 672442 Sideshifting 70D, 100D $265
663598 Sideshifting 200D $305
 672442 22J, 26J, 70D, 100D $265

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $
 672442 22J, 26J, 70D, 100D $265
 663598 200D $305

 Catalog 
Order No.  Model 

 Suggested List 
Price USA $ 

 6932932   Single Function, Non-Sideshifting $265
6932933 J-Series / ORFS Adapters 

Non-Sideshifting
$265

6891088 J-Series / JIC Fittings $265
6891470 J-Series / ORFS Adapters  $265

 672442  Sideshifting 70D, 80D, 70F; 
All Revolving  Models $265

 3016583  Sideshifting High-Pressure 70D, 
80D (3,000 psi), 70F $395

 663598  Revolving No-Arm 140G, 200D $305

Installation Kit 
Each kit contains the necessary hoses and 
fi ttings to connect a standard Clamp to the 
hose terminal on the lift truck carriage.

SA0018.ai

    Published opening range limits nominal clamp dimensions only 
and may not accommodate loads with same or close to same 
dimension. Consult Cascade for further assistance.

	 Valve configuration is RH Clamp, LH Sideshift (view from operator). 
Optional reverse valve configuration available.

	 Quick Disconnect mounting available.

	 Clearly specify machine type the clamp is to be mounted on.  
Quotes will need to consider special hook group and flow control. 

	 Wheel Loaders and Telehandlers are subject to the same flow and 
pressure requirements as Forklifts.  

	 Flow control is required for applications which exceed the maximum 
stated flow requirements.

	 Wheel Loader and Telehandlers require special hook configurations.
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3,500 lb - 5,100 lb | FORK CLAMPS REVOLVING

Clam
ps 

 2023

  Ca
ta

lo
g

O
rd

er
 N

o.
 

  Su
gg

es
te

d 
Li

st
 P

ri
ce

 
U

SA
 $

 

  Ca
pa

ci
ty

@
 

24
" (

60
0 

m
m

) 
Lo

ad
 C

en
te

r 

  O
pe

ni
ng

 
R

an
ge

  

  M
tg

. C
la

ss
 

  M
tg

. A
ng

le
 

  Fo
rk

 S
iz

e 
(i

n.
)

  W
ei

gh
t 

H
oo

k 
Sp

re
ad

  Ef
fe

ct
iv

e 
Th

ic
kn

es
s 

  H
or

iz
on

ta
l 

Ct
r.

of
 G

ra
vi

ty
 

  Ve
rt

ic
al

 C
tr.

of
 G

ra
vi

ty
 

  O
ve

ra
ll 

W
id

th
 

  O
ve

ra
ll 

H
ei

gh
t 

  lbs   kg    ITI       LxWxT   lbs   kg A   ET   HCG   VCG B C
18J-CFR-2A-0220 $17,860   3,500 1,600   16.4"-65.6" II   0° 36x4.8x2 1,234 561 32" 11.9" 8.0" 11.3" 39" 31"
18J-CFR-2A-0225 $17,945   3,500 1,600   16.4"-65.6"  II     0° 42x4.8x2 1,267 576 32" 11.9" 8.0" 10.9" 39" 31"
18J-CFR-2A-0230 $18,000   3,500 1,600   16.4"-65.6"  II   0° 48x4.8x2 1,308 595 32" 11.9" 9.0" 10.6" 39" 31"
22J-CFR-2A-0220 $18,670   4,200 1,900   17.0"-68.4"  II     0° 36x4.8x2 1,283 573 32" 12.0" 7.5" 11.3" 41" 31"
22J-CFR-2A-0225 $18,900   4,200  1,900   17.0"-68.4"  II   0° 42x4.8x2 1,295 589 32" 12.0" 8.3" 11.0" 41" 31"
22J-CFR-2A-0230 $19,120   4,200 1,900   17.0"-68.4" II     0° 48x4.8x2 1,327 603 32" 12.0" 9.1" 10.7" 41" 31"
22J-CFR-3A-0220 $18,670 4,200  1,900 17.0"-68.4"  III   0° 36x4.8x2 1,264 574 32" 13.2" 9.0" 11.3" 41" 31"
22J-CFR-3A-0225 $18,900   4,200 1,900 17.0"-68.4" III     0° 42x4.8x2 1,296 589 32" 13.2" 9.0" 11.0" 41" 31"
22J-CFR-3A-0230 $19,120   4,200  1,900   17.0"-68.4" III   0° 48x4.8x2 1,349 613 32" 13.2" 10.0" 10.7" 41" 31"
26J-CFR-3A-0220 $19,795   5,100 2,300 17.3"-71.4" III   0° 36x5.9x2 1,526 694 32" 13.7" 9.0" 11.3" 41" 31"
26J-CFR-3A-0225 $19,875   5,100 2,300 17.3"-71.4" III     0° 42x5.9x2 1,593 724 32" 13.7" 11.0" 10.4" 41" 31"
26J-CFR-3A-0230 $20,210   5,100 2,300   17.3"-71.4" III 0° 48x5.9x2 1,634 743 32" 13.7" 11.0" 10.4" 41" 31"

   Remanufactured Alternative (See Section 16 for complete Remanufactured offering and pricing)
	    Published opening range limits nominal clamp dimensions only and 

may not accommodate loads with same or close to same dimension. 
Consult Cascade for further assistance.

	 Valve configuration is RH Clamp, LH Sideshift (view from operator). 
Optional reverse valve configuration available.

	 Quick Disconnect mounting available.

360˚ Rotation Bolt-on Arms
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	 Clearly specify machine type the clamp is to be mounted on.  
Quotes will need to consider special hook group and flow control. 

	 Wheel Loaders and Telehandlers are subject to the same flow and 
pressure requirements as Forklifts.  

	 Flow control is required for applications which exceed the maximum 
stated flow requirements.

	 Wheel Loader and Telehandlers require special hook configurations.
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  lbs   kg  ITI     LxWxT   lbs   kg A   ET   HCG   VCG   B   C 
14J-CFS-2A-0220 $8,695   2,600 1,200   17.1"-61.6"  II 36x3.9x1.6 602 274 26.4" 6.9" 5.7" 8.2" 34" 26.1"
14J-CFS-2A-0225 $8,790   2,600 1,200   17.1"-61.6"   II 42x3.9x1.6 624 284 26.4" 6.9" 6.8" 7.9" 34" 26.1"
14J-CFS-2A-0230 $8,845 2,600 1,200 17.1"-61.6"  II 48x3.9x1.6 644 293 26.4" 6.9" 8.0" 7.5" 34" 26.1"
18J-CFS-2A-0220 $9,775 3,500 1,600   17.1"-65.6"   II 36x4.8x1.6 733 333 32.4" 7.2" 6.0" 8.5" 39" 26.8"
18J-CFS-2A-0225 $9,830   3,500 1,600   16.4"-65.6"   II 42x4.8x1.6 759 345 32.4" 7.2" 7.0" 8.1" 39" 26.8"
18J-CFS-2A-0230 $9,885   3,500 1,600   16.4"-65.6"   II 48x4.8x1.6 784 357 32.4" 7.2" 8.2" 7.8" 39" 26.8"
22J-CFS-2A-0220 $10,245 4,200 1,900   16.9"-68.1"   II 36x4.8x1.8 775 352 32.4" 7.6" 6.3" 8.4" 39" 26.8"
22J-CFS-2A-0225 $10,355 4,200 1,900   16.9"-68.1"   II 42x4.8x1.8 804 365 32.4" 7.6" 7.4" 8.0" 39" 26.8"
22J-CFS-2A-0230 $10,590 4,200 1,900   16.9"-68.1"   II 48x4.8x1.8 833 379 32.4" 7.6" 8.7" 7.7" 39" 26.8"
22J-CFS-3A-0220 $10,245 4,200 1,900   16.9"-68.1"   III 36x4.8x1.8 833 379 32.4" 9.1" 7.4" 8.8" 39" 26.8"
22J-CFS-3A-0225 $10,355 4,200 1,900   16.9"-68.1"   III 42x4.8x1.8 862 392 32.4" 9.1" 8.4" 8.4" 39" 26.8"
22J-CFS-3A-0230 $10,590 4,200 1,900   16.9"-68.1"   III 48x4.8x1.8 890 405 32.4" 9.1" 9.6" 8.1" 39" 26.8"
26J-CFS-3A-0220 $11,170   5,100 2,300 18.1"-71.8"   III 36x4.8x2.0 1022 465 36.4" 8.5" 6.3" 10.2" 41" 30.3"
26J-CFS-3A-0225 $11,285   5,100 2,300 18.1"-71.8"   III 42x4.8x2.0 1055 479 36.4" 8.5" 7.2" 9.8" 41" 30.3"
26J-CFS-3A-0230 $11,340   5,100 2,300 18.1"-71.8"   III 48x4.8x2.0 1084 493 36.4" 8.5" 8.3" 9.5" 41" 30.3"

Sideshifting

09 Clamps
Installation Kit

Catalog Order No. Suggested List Price USA $
6932932  $275

Installation Kit
Catalog Order No. Suggested List Price USA $

6891088 $275

Installation Kit
Catalog Order No. Suggested List Price USA $

 672442 $275

Installation Kit
Catalog

Order No. Model
Suggested List 

Price USA $
6891088 J-Series / JIC Fittings $275
 672442 70D, 80D $275
 3016583 High Pressure 70D, 80D (3,500 psi) $395

Installation Kit
Catalog 

Order No. Model Suggested List 
Price USA $

6891088 26J $265
 672442 70D $265

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $
6891088 J-Series / JIC Fittings $265
 672442 70D $265

 3016583 High Pressure 70D (3,500 psi) $395

Installation Kit
Catalog 

Order No. Model
Suggested List

Price USA $
6891088 Sideshifting $265
6932932  Non-Sideshifting $265

Installation Kit
Catalog 

Order No. Model
Suggested List

Price USA $
6932932 Non-Sideshifting $265
 6891088 Sideshifting $265
 672442 Revolving $265

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $
6932932 Single Function, Non-Sideshifting $265
6932933 J-Series / ORFS Adapters 

Non-Sideshifting
$265

6891088 J-Series / JIC Fittings $265
6891470 J-Series / ORFS Adapters  $265
 672442 Sideshifting 70D, 100D $265
663598 Sideshifting 200D $305
 672442 22J, 26J, 70D, 100D $265

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $
 672442 22J, 26J, 70D, 100D $265
 663598 200D $305

 Catalog 
Order No.  Model 

 Suggested List 
Price USA $ 

 6932932   Single Function, Non-Sideshifting $265
6932933 J-Series / ORFS Adapters 

Non-Sideshifting
$265

6891088 J-Series / JIC Fittings $265
6891470 J-Series / ORFS Adapters  $265

 672442  Sideshifting 70D, 80D, 70F; 
All Revolving  Models $265

 3016583  Sideshifting High-Pressure 70D, 
80D (3,000 psi), 70F $395

 663598  Revolving No-Arm 140G, 200D $305

Installation Kit 
Each kit contains the necessary hoses and 
fi ttings to connect a standard Clamp to the 
hose terminal on the lift truck carriage.

SA0018.ai

    Published opening range limits nominal clamp dimensions only 
and may not accommodate loads with same or close to same 
dimension. Consult Cascade for further assistance.

	 Valve configuration is RH Clamp, LH Sideshift (view from operator). 
Optional reverse valve configuration available.

	 Quick Disconnect mounting available.

	 Clearly specify machine type the clamp is to be mounted on.  
Quotes will need to consider special hook group and flow control. 

	 Wheel Loaders and Telehandlers are subject to the same flow and 
pressure requirements as Forklifts.  

	 Flow control is required for applications which exceed the maximum 
stated flow requirements.

	 Wheel Loader and Telehandlers require special hook configurations.
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J-SERIES REVOLVING FORK CLAMPS
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3,500 lb - 5,100 lb | FORK CLAMPS REVOLVING
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  lbs   kg    ITI       LxWxT   lbs   kg A   ET   HCG   VCG B C
18J-CFR-2A-0220 $17,860   3,500 1,600   16.4"-65.6" II   0° 36x4.8x2 1,234 561 32" 11.9" 8.0" 11.3" 39" 31"
18J-CFR-2A-0225 $17,945   3,500 1,600   16.4"-65.6"  II     0° 42x4.8x2 1,267 576 32" 11.9" 8.0" 10.9" 39" 31"
18J-CFR-2A-0230 $18,000   3,500 1,600   16.4"-65.6"  II   0° 48x4.8x2 1,308 595 32" 11.9" 9.0" 10.6" 39" 31"
22J-CFR-2A-0220 $18,670   4,200 1,900   17.0"-68.4"  II     0° 36x4.8x2 1,283 573 32" 12.0" 7.5" 11.3" 41" 31"
22J-CFR-2A-0225 $18,900   4,200  1,900   17.0"-68.4"  II   0° 42x4.8x2 1,295 589 32" 12.0" 8.3" 11.0" 41" 31"
22J-CFR-2A-0230 $19,120   4,200 1,900   17.0"-68.4" II     0° 48x4.8x2 1,327 603 32" 12.0" 9.1" 10.7" 41" 31"
22J-CFR-3A-0220 $18,670 4,200  1,900 17.0"-68.4"  III   0° 36x4.8x2 1,264 574 32" 13.2" 9.0" 11.3" 41" 31"
22J-CFR-3A-0225 $18,900   4,200 1,900 17.0"-68.4" III     0° 42x4.8x2 1,296 589 32" 13.2" 9.0" 11.0" 41" 31"
22J-CFR-3A-0230 $19,120   4,200  1,900   17.0"-68.4" III   0° 48x4.8x2 1,349 613 32" 13.2" 10.0" 10.7" 41" 31"
26J-CFR-3A-0220 $19,795   5,100 2,300 17.3"-71.4" III   0° 36x5.9x2 1,526 694 32" 13.7" 9.0" 11.3" 41" 31"
26J-CFR-3A-0225 $19,875   5,100 2,300 17.3"-71.4" III     0° 42x5.9x2 1,593 724 32" 13.7" 11.0" 10.4" 41" 31"
26J-CFR-3A-0230 $20,210   5,100 2,300   17.3"-71.4" III 0° 48x5.9x2 1,634 743 32" 13.7" 11.0" 10.4" 41" 31"

   Remanufactured Alternative (See Section 16 for complete Remanufactured offering and pricing)
	    Published opening range limits nominal clamp dimensions only and 

may not accommodate loads with same or close to same dimension. 
Consult Cascade for further assistance.

	 Valve configuration is RH Clamp, LH Sideshift (view from operator). 
Optional reverse valve configuration available.

	 Quick Disconnect mounting available.

360˚ Rotation Bolt-on Arms

OTO
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	 Clearly specify machine type the clamp is to be mounted on.  
Quotes will need to consider special hook group and flow control. 

	 Wheel Loaders and Telehandlers are subject to the same flow and 
pressure requirements as Forklifts.  

	 Flow control is required for applications which exceed the maximum 
stated flow requirements.

	 Wheel Loader and Telehandlers require special hook configurations.
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