
Hose & Cable Reel Selection Guide
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Notes
➀ The recommendations in this Selection Chart are based on the assumption that the

reel is mounted on the upper portion of the mast. If you plan to mount the reel in a
different location, such as the truck cowl, you should calculate the exact usable
hose and/or cable length required and order from the appropriate specification
brochure, Cascade Product Price List, or contact Cascade's Customer Service
Department for assistance 888 CASCADE (227.2233)

➁ For increased visibility and reduced cost, a 4-Port #6-13 or
#6-16 THINLINE™ Reel can be used in place of two 2-Port Reels.

➂ If your truck is equipped with internal hose reeving, it should be
used to supply the clamp function, and not the rotation function.

➃ Most three-function solenoid equipped push/pulls, including all
Cascade models, only require a single-function hydraulic supply.
For "non-Cascade", three function, solenoid equipped push/pulls,
refer to the manufacturer's specifications to determine whether a
single, or double-function hydraulic supply should be ordered.

➄ Solenoid equipped carton clamps use a single-function hydraulic
supply in conjunction with the electrical supply.
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Sideshifters
2000-10,000 lbs. 1 #4-11" THINLINE™ Reel #4-11" #6-13" #6-16" THINLINE™ Reel #6-16" THINLINE™ Reel

10,500+ lbs. 1 #6-13 THINLINE™ Reel #6-13" THINLINE #6-16" THINLINE Reel #6-16" THINLINE Reel

Paper Roll Clamps
Fixed Frame Clamps 2➂ #8-16" THINLINE Reel #8-16 THINLINE Reel" #8-16"

Swing Frame Clamps 3
#6-13" 4-Port THINLINE Reel #6-13' 4-Port 6-16" 4-Port THINLINE Consult
#8-16 THINLINE Reel #8-16 THINLINE Reel Cascade

Load Push/Pulls
3000-5000 lbs. 1 or 2➁ #6-13" THINLINE Reel #6-13" THINLINE #6-16" THINLINE™ Reel #6-16" THINLINE Reel

Solenoid Equipped 2 or 3➃ HC2 R/L Cable-Hose  HC8 R/L Cable-Hose HC8 R/L Cable-Hose Reel HC6 R/L Cable-Hose Reel HC8 R/L HC6 R/LCable-Hose Reel

5,500-8,000 lbs. 1 or 2➁ #8-16" THINLINE Reel #8-16" THINLINE Reel #8-16"

Solenoid Equipped 2 or 3➃
#8-16" THINLINE™ Reel & #8-16" THINLINE™ Reel & Consult
H2R/L Cable Reel H2R/L Cable Reel Cascade

Carton Clamps
2,000-4,000 lbs. 2 #6-13" THINLINE Reel #6-13" THINLINE #6-16" THINLINE™ Reel #6-16" THINLINE Reel

Solenoid Equipped 2➄ HC2 R/L Cable-Hose  HC8 R/L Cable-Hose HC8 R/L Cable-Hose Reel HC6 R/L Cable-Hose Reel HC8 R/L HC6 R/LCable-Hose Reel

4,500-6,000 lbs. 2 #8-16" THINLINE Reel #8-16" THINLINE #8-16"

Solenoid Equipped 2➄
#8-16" THINLINE™ Reel & #8-16" THINLINE™ Reel & Consult
H2R/L Cable Reel H2R/L Cable Reel Cascade

Rotators
4,000-20,000 lbs. 1 #8-16" THINLINE Reel #8-16" THINLINE Reel #8-16"

Clamps
2,000-3,500 lbs. 1 or 2 #6-13" THINLINE Reel #6-13" THINLINE #6-16" THINLINE™ Reel #6-16" THINLINE Reel

4,000-20,000 lbs. 1 or 2 #8-16" THINLINE Reel #8-16" THINLINE Reel #8-16"

Clamps–Rotating
2,000-20,000 lbs. 2➄ #8-16" THINLINE Reel #8-16" THINLINE Reel #8-16" 



Attachment DUAL LIFT TRIPLE LIFT QUAD LIFT
Models Functions MASTS MASTS MASTS

THINLINE™ Hose Reel Hydraulic Supply Group:
1 R.H.- 673592 R.H.- 673592

2
R.H.- 673592 R.H.- 673592
L.H.- 223027 L.H.- 223027

1 R.H.- 673594 R.H.- 673594 R.H.- 673594

2
R.H.- 673594 R.H.- 673594 R.H.- 673594
L.H.- 674516 L.H.- 674516 L.H.- 674516

1 N/A R.H.- 673596 R.H.- 673596

2
N/A R.H.- 673596 R.H.- 673596

673594 N/A L.H. -206687 L.H.- 206687
1 R.H.- 673598 R.H.- 673598 R.H.- 673598

2
R.H.- 673598 R.H.- 673598 R.H.- 673598
L.H.- 685263 L.H.- 685263 L.H.- 685263

THINLINE™ 4-Port Hose Reel Hydraulic Supply Group:
2-R.H. 675298 675298 N/A
2-L.H. 675299 675299 N/A
2-R.H. N/A 675300 675300
2-L.H. N/A 675301 675301

#4-11

#6-13

#6-16

#8-13

#6-13

#6-16

Order Numbers
THINLINE™ Hydraulic Supply Groups
The numbers listed below represent complete THINLINE
Hose Reel hydraulic supply groups. They contain all the
components necessary to plumb your truck from the
auxiliary valve, over the mast, to the carriage.

THINLINE 2-Port Single Function Hydraulic Supply
Groups contain a reel, mounting bracket, hose termi-

nal, header hoses, supply hoses and fittings.

THINLINE 4-Port Hydraulic Supply Groups contain 
a reel, mounting bracket, hose terminal, header
hoses, supply hoses and fittings.

Individual Reels and Components may be ordered
from your Cascade Product Price List.

6-N-1 Cable-Hose Reels & Cable Reels
Listed below are individual order numbers for 6-N-1
Cable-Hose Reels, Cable Reels and related compo-
nents. All components required for a complete
installation are included with the exception of the
truck-to-reel header hoses and cables. Because of

wide variations in the type and location of lift truck
electrical terminals, components for the truck-to-
reel connection should be selected at the time of
installation.

MOUNTING BRACKETS
REEL CABLE/HOSE JUNCTION All Masts FITTING

Model Right Left #5 #6 BLOCK (including Dual Lift) GROUP

6-N-1 Cable-Hose Reel
HC2/RL 677834 677835 665678 660431
HC8/RL 677836 677837 665679 665681
HC6/RL 677838 677839 665680 665682

6-N-1 Cable-Hose Reel–Cold Storage Materials*
HC2/RL 677840 677841 665678 660431
HC8/RL 677842 677843 665679 665681
HC6/RL 677844 677845 – 665682

Cable Reel-6 Conductor
H2/RL 679060 679061 663011 Included with Reel 661031 N/A

*Ambient temperature range: STANDARD MODEL +20˚F/-7˚C TO +100˚F/+38˚C COLD STORAGE MODEL -20˚F/-29˚C TO +80˚F/ +27˚C

659859 661031
#5-646063
#6-646062

659859 661031
#5-646063
#6-646062



THINLINEE 4-Port Hose Reel
The Cascade THINLINE™ 4-Port Hose Reel is used for 2-function
installations where only one hose reel is desired, or in 3-function
installations in conjunction with a 2-Port THINLINE Reel. The THIN-
LINE 4-Port Reel carries two twin bonded thermoplastic hoses.

6-N-1 Cable Hose Reel
6-N-1 Cable Hose Reels are recommended for applications with
solenoid equipped attachments. 6-N-1 Cable Hose Reels transmit
both the electrical and hydraulic power through a single reel. Up to
six hydraulic functions may be controlled with one reel depending
upon the solenoid arrangement.

THINLINEE Hose Reel
THINLINE Hose Reels are general purpose 2-port reels
that offer the thinnest mounting available. The THIN-
LINE Hose Reel design enhances driver visibility and
protects the reel from damage. It also provides excel-
lent durability and performance standards.

Single Line Hose Reel
Single Line Hose Reels should be specified for applica-
tions where SAE 100-R1, R2 or R5 type hose is
desired. Single Line Hose Reels are available in nar-
row, medium and wide models.



Cable Reel
Cable Reels are recommended for installations with a solenoid
equipped attachment and a separate hydraulic supply. Cable Reels
may also be used in conjunction with hydraulic hose reels.
Separate Cable Reel and Hose Reel arrangements are recommend-
ed for installations requiring #8 hose (10+ GPM).

Order Hose Reels Online:
www.cascorp.com—just go to the Parts Order Form

(Dealers only)

PO Box 20187 • Portland, OR 97294-0187 • 800 CASCADE (227.2233) • Tel 503.669.6257 • Fax 800.693.3768 • Fax 503.669.6367 • www.cascorp.com

Form 212199 R1 10M PG 6/00.

Cascade is a registered trademark of Cascade Corporation.

© Cascade Corporation 2000. All rights reserved.


