
APPLICATIONS
Cascade's 6-N-1 Cable-Hose Reel can control up to six

hydraulic functions when used in conjunction with the proper

solenoid arrangement. The 6-N-1 Reel is an efficient,

economical and space-saving method of transmitting both the

electrical and hydraulic supply over the truck's mast on a single

reel. Using one 6-N-1 Reel eliminates the need for multiple reel

installations, resulting in reduced cost and an improved

mounting configuration.

FEATURES
■ Well sealed rotary joint and durable seals

■ Excellent hydraulic flow

■ Rugged, durable construction

■ Fully contoured metal flanges protect cable-hose line 

from chafing

■ Unique hose guide design prevents hose kinking

■ Non-rotary joint carriage terminal eliminates need for joint

■ Brushless connections are completely enclosed

■ Hose fittings and electrical connections are readily

accessible 

6-N-1 CABLE-HOSE REEL

Control up to six hydraulic functions
with a single reel.

An efficient way

to transmit both

electrical and

hydraulic supply

over the mast.



6-N-1 CABLE-HOSE REEL
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6-N-1™ Cable Hose Reel  ➀
Standard to +20°F Right Hand HC2R 677834 Dual 11.5” 20
Standard to +20°F Left Hand HC2L 677835 Dual 11.5” 20

Standard to +20°F Right Hand HC8R 677836 Triple 14.5” 23
Standard to +20°F Left Hand HC8L 677837 Triple 14.5” 23

Standard to +20°F Right Hand HC6R 677838 Quad 16.5” 24
Standard to +20°F Left Hand HC6L 677839 Quad 16.5” 24

Cold Storage to –20°F Right Hand HC2R 677840 Dual 11.5” 20
Cold Storage to –20°F Left Hand HC2L 677841 Dual 11.5” 20

Cold Storage to –20°F Right Hand HC8R 677842 Triple 14.5” 23
Cold Storage to –20°F Left Hand HC8L 677843 Triple 14.5” 23

Cold Storage to –20°F Right Hand HC6R 677844 Quad 16.5” 24
Cold Storage to –20°F Left Hand HC6L 677845 Quad 16.5” 24
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REEL MOUNTING BRACKET for 6-N-1™ Cable Reels

Mast Catalog
Type Order No.

All Masts 661031

REEL FITTINGS for 6-N-1™ Cable

Hose Catalog
Size Order No.
#6 646062

JUNCTION BLOCK for 6-N-1™ Cable

Catalog
Model Order No.

J4 659859

CABLE HOSE ASSEMBLY for 6-N-1™ Cable Hose

Recommended Hose Catalog
Reel Model Size Order No.

HC2R&L #5/128" 665678
HC8R&L #5/231" 665679
HC6R&L #5/316" 665680
HC2R&L #6/118" 660431
HC8R&L #6/212" 665681
HC6R&L #6/239" N/A
HC6R&L #6/284" 665682

� Six conductor reel with junction block. ➀ Cable sold separately.


