
55K FORK POSITIONER

APPLICATIONS
The 55K sideshifting Fork Positioner is recommended for trucks  
in distribution, warehousing and manufacturing operations. This  
high visibility fork positioner allows the operator to accurately  
position the forks from the driver's seat for handling a variety  
of pallet configurations. 

FEATURES
■■ OEM load backrest compatibility.

■■ Excellent operator visibility.

■■ No-Weld Installation.

■■ Zinc plated, corrosion resistant components.

■■ Center mount, 4 inch wide fork carrier.

OPTIONS
■■ Combination 4- and 5-inch-wide fork carriers.

■■ Bolt-on pallet protector/cylinder guard combinations.

■■ Bronze bearings.

■■ Bronze lower hooks.

■■ OEM compatible load backrest.

■■ Radio Frequency Hydraulic Control.

The 5,500 lb. Capacity Fork Positioner for
Warehousing, Distribution and Manufacturing

No-weld installation OEM load backrest 
compatibility

Excellent operator visibility Optional bolt-on pallet 
protector

Adjustable fork carriers



55K FORK POSITIONER
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  lbs   kg    A ITI-OTO              lbs   kg   ET   HCG   VCG    
 Cascade
55K-FPS-A056 $1,655 5,500 2,500 31.0" 2.0"-26.1" 4" II 28.9" 123 56 2.3" 1.2" 9.0" 8" A
55K-FPS-A356 $1,655 5,500 2,500 31.0" 2.0"-26.1" 5"  II 28.9" 129 59 2.3" 1.2" 8.9" 8" A
55K-FPS-A051 $1,655 5,500 2,500 37.0" 2.0"-32.1" 4" II 35.2" 136 62 2.3" 1.2" 8.9" 8" A
55K-FPS-A351 $1,655 5,500 2,500 37.0" 2.0"-32.1" 5"  II 35.2" 142 65 2.3" 1.2" 8.9" 8" A
55K-FPS-A052 $1,775 5,500 2,500 41.0" 2.0"-36.1" 4" II 35.2" 145 66 2.3" 1.2" 8.9" 8" A
55K-FPS-A352 $1,775 5,500 2,500 41.0" 2.0"-36.1" 5"  II 35.2" 151 69 2.3" 1.2" 8.8" 8" A
55K-FPS-A054 $1,905 5,500 2,500 49.0" 2.0"-44.1" 4" II 40.9" 163 74 2.3" 1.2" 8.8" 8" A
55K-FPS-A354 $1,905 5,500 2,500 49.0" 2.0"-44.1" 5"  II 40.9" 172 78 2.3" 1.2" 8.8" 8" A
65K-FPS-B051 $1,845 6,500 3,000 37.0" 2.0"-32.1" 5"  III 34.3" 169 77 2.5" 1.2" 11.2" 8" A
65K-FPS-B052 $1,910 6,500 3,000 40.9" 2.0"-36.0" 5"  III 36.8" 180 82 2.5" 1.2" 11.4" 8" A
65K-FPS-B053 $2,095 6,500 3,000 49.0" 2.0"-44.1" 5"  III 40.7" 202 92 2.5" 1.2" 11.4" 8" A
100K-FPS-B051 $2,285 10,000 4,600 40.9" 2.2"-35.0" 7" � III 36.8" 315 143 3.0" 1.5" 12.0" 8" A
100K-FPS-B052 $2,440 10,000 4,600 49.0" 2.2"-43.1" 7" � III 41.9" 354 161 3.0" 1.5" 12.0" 8" A
100K-FPS-B053 $2,620 10,000 4,600 61.0" 2.2"-55.1" 7" � III 48.8" 508 231 3" 1.5" 11.2" 8" A
100K-FPS-B054 $3,325 10,000 4,600 72.0" 2.2"-66.1" 7" � III 65.7" 585 266 3" 1.5" 11.3" 8" A
120K-FPS-C051 $3,695 12,000 5,500 49.0" 3.8"-43.1" 7" � IV 41.9" 425 193 3.1" 1.8" 14.6" 8" C
120K-FPS-C052 $4,090 12,000 5,500 61.0" 3.8"-55.1" 7" � IV 50.9" 508 231 3.1" 1.8" 14.8" 8" C
150K-FPS-C051 $3,810 15,000 7,000 49.0" 3.8"-43.1" 7" � IV 46.0" 447 203 3.1" 1.6" 14.8" 12" C
150K-FPS-C053 $4,160 15,000 7,000 61.0" 3.8"-55.1" 7" � IV 48.0" 557 253 3.1" 1.8" 14.0" 12" C
150K-FPS-C055 $5,040 15,000 7,000 72.0" 3.8"-67.1" 7" � IV 60.0" 878 399 4.5" 2.2" 14.1" 12" C
150K-FPS-C055 $5,040 15,000 7,000 72.0" 3.8"-67.1" 7" � IV 60.0" 878 399 4.5" 2.2" 14.1" 12" C
  165K-FPS-C051 $4,345   16,500   7,500   49.0" 3.8"-43.1" 7" � IV 46.0" 484 220 3.1" 1.8" 14.0" 12" C
  165K-FPS-C053 $4,670   16,500   7,500   61.0" 3.8"-55.1" 7" � IV 55.1" 565 257 3.1" 1.6" 14.2" 12" C

CASCADE K-SERIES

ITI
OTO

A

HCG

VCG

ET

02 Fork Positioners

Installation Kit
Catalog

Order No.  Model 
Suggested List

Price USA $
 6067030  Single Function, JIC #6  � $125
 6060492  Single Function, ORFS #6  � $130
 6053309  Dual Function, JIC #6  � $210
6099639      Dual Function, ORFS #6  � $225

 For availability of truck specifi c Installation Kits, consult Cascade. 
Truck model and mast type required.

Installation Kit
Catalog

Order No. Model
Suggested List 

Price USA$
 224041  F-Series Single Function $125
 224042 F-Series Dual Function $210

Installation Kit
Catalog

Order No. Model
Suggested List

 Price USA $
 659245 C-Series Single Function $120
 659249 C-Series Dual Function $195

Installation Kit
Catalog

Order No. Model
Suggested List

 Price USA $
6067030 L-Series Single Function JIC #6� $125
6060492 L-Series Single Function ORFS #6� $130
6828693 L-Series Dual Function JIC #8/ORFS #8� $225

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $

 659245 35-100 D/G-Series  Single Function,        
Non-Sideshifting 

$120

6833553 120-150 D/G Non-Sideshifting $195

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $

 659249 35-55 D/G-Series  Dual Function,          
Sideshifting $185

672442 70-100 D/G-Series Sideshifting $185
6833552 100-150 D/G-Series Sideshifting $195

Installation Kit

 Catalog
Order 
No. Model Description

Fitting 
Type

                   
Suggested 
List Price 

USA $ 

 6067030 K/L-Series Single Function� JIC #6 $125
 6060492 K/L-Series Single Function� ORFS #6 $130
 6053309 K-Series  Dual Function� JIC #6 $210
6099639 K-Series Dual Function� ORFS #6 $225

6828693 L-Series Dual Function� JIC #8
ORFS #8 $225

 224041 F-Series  Single Function SAE #6 $125
 224042 F-Series  Dual Function SAE #6 $210

 659245 C/D/G-Series  Single Function, 
Non-Sideshifting 

JIC #6
 JIC #8 $120

 659249 C/D/G-Series  Dual Function, 
Sideshifting 

JIC #6 
JIC #8 $195

�■To connect from lift truck’s center termination to fork positioner manifold.
� To connect from lift truck’s center termination to fork positioner manifold 

and sideshifter cylinder.

� To connect from lift truck’s center termination to fork positioner manifold.
� To connect from lift truck’s center termination to the stationary center 
     termination manifolds.

�■To connect from lift truck’s center termination to fork positioner manifold.
� To connect from lift truck’s center termination to fork positioner manifold 

and sideshifter cylinder.
� To connect from lift truck’s center termination to the stationary center 
     termination manifolds.

Sideshifting

■¼ Forks are not included with attachment.

■¼ Fork installation does not require welding, drilling or tapping.

■¼ Non-sideshifting units available, see page 2-1.

■¼ For hydraulic options see page 2-3.

■¼ DO NOT USE TO CLAMP LOADS.

   Adjustable to 4" wide forks. Add 1.7" to minimum opening range.
 Fork pocket not adjustable.
�  Adjustable to 5" and 6" wide forks. Add 4.3" and 2.3" to minimum 

opening range.

■¼ Consult Cascade for applications beyond recommended load limits:
■n 55K, 65K, & 100K - forks longer than 96" or load centers exceeding 48"
■n 120K, 150K, & 165K - forks longer than 72" or load centers exceeding 36"

■¼ In order to ensure that the unit best suited for the application 
is selected, consult Cascade.

■¼ Load Backrest Types:
A: End hole patterns
B: Face hole patterns
C: Face hole patterns with counterbore
■¼ Overall Width: A dimension is limited to 51.2" on 

all 55/65K models,  82.0" on all 100K models, 61.0" on 
all 120/165K models and 94.5" on all 150K models.
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lbs kg A ITI-OTO lbs kg ET HCG VCG
 Cascade
55K-FPS-A056 5,500 2,500 31.0" 2.0"-26.1" 4"  II 28.9" 123 56 2.3" 1.2" 9.0" 8" A
55K-FPS-A051 5,500 2,500 37.0" 2.0"-32.1" 4"  II 35.2" 136 62 2.3" 1.2" 8.9" 8" A
55K-FPS-A052 5,500 2,500 41.0" 2.0"-36.1" 4"  II 35.2" 145 66 2.3" 1.2" 8.9" 8" A
55K-FPS-A054 5,500 2,500 49.0" 2.0"-44.1" 4"  II 40.9" 163 74 2.3" 1.2" 8.8" 8" A
55K-FPS-A356 5,500 2,500 31.0" 2.0"-26.1" 5"  II 28.9" 129 59 2.3" 1.2" 8.9" 8" A
55K-FPS-A351 5,500 2,500 37.0" 2.0"-32.1" 5"  II 35.2" 142 65 2.3" 1.2" 8.9" 8" A
55K-FPS-A352 5,500 2,500 41.0" 2.0"-36.1" 5"  II 35.2" 151 69 2.3" 1.2" 8.8" 8" A
55K-FPS-A354 5,500 2,500 49.0" 2.0"-44.1" 5"  II 40.9" 172 78 2.3" 1.2" 8.8" 8" A

 Caterpillar
55K-FPS-A224 5,500 2,500 32.3" 2.0"-27.4" 4" � II 28.9" 126 57 2.3" 1.2" 9.0" 8" A
55K-FPS-A222 5,500 2,500 36.2" 2.0"-31.3" 4" � II 30.9" 133 61 2.3" 1.2" 8.9" 8" A
55K-FPS-A223 5,500 2,500 39.4" 2.0"-34.4" 4" II 35.2" 142 64 2.3" 1.2" 8.9" 8" A
55K-FPS-A332 5,500 2,500 36.2" 2.0"-31.3" 5"  II 30.9" 140 64 2.3" 1.2" 8.9" 8" A
55K-FPS-A333 5,500 2,500 39.4" 2.0"-34.4" 5"  II 35.2" 148 64 2.3" 1.2" 8.9" 8" A

 Clark
55K-FPS-A056 5,500 2,500 31.0" 2.0"-26.1" 4" II 28.9" 123 56 2.3" 1.2" 9.0" 8" A
55K-FPS-A051 5,500 2,500 37.0" 2.0"-32.1" 4" II 35.2" 136 62 2.3" 1.2" 8.9" 8" A
55K-FPS-A052 5,500 2,500 41.0" 2.0"-36.1" 4" II 35.2" 145 66 2.3" 1.2" 8.9" 8" A
55K-FPS-A351 5,500 2,500 37.0" 2.0"-32.1" 5"  II 35.2" 142 65 2.3" 1.2" 8.9" 8" A
55K-FPS-A352 5,500 2,500 41.0" 2.0"-36.1" 5"  II 35.2" 151 69 2.3" 1.2" 8.8" 8" A

 Crown
55K-FPS-A059 5,500 2,500 34.3" 2.0"-29.4" 4" II 30.9" 130 59 2.3" 1.2" 9.1" 8" C
55K-FPS-A062 5,500 2,500 34.5" 2.0"-29.6" 4" II 30.9" 130 59 2.3" 1.2" 9.1" 8" A
55K-FPS-A060 5,500 2,500 37.8" 2.0"-32.8" 4" II 35.2" 139 63 2.3" 1.2" 8.9" 8" C
55K-FPS-A063 5,500 2,500 38.0" 2.0"-33.1" 4" II 35.2" 139 63 2.3" 1.2" 8.9" 8" A
55K-FPS-A058 5,500 2,500 43.7" 2.0"-38.8" 4" II 38.4" 152 69 2.3" 1.2" 8.9" 8" C
55K-FPS-A361 5,500 2,500 31.5" 2.0"-26.6" 5"  II 28.9" 130 59 2.3" 1.3" 8.9" 8" A
55K-FPS-A359 5,500 2,500 34.3" 2.0"-29.4" 5"  II 30.9" 136 62 2.3" 1.2" 8.9" 8" C
55K-FPS-A362 5,500 2,500 34.5" 2.0"-29.6" 5"  II 30.9" 136 62 2.3" 1.2" 8.9" 8" A
55K-FPS-A360 5,500 2,500 37.8" 2.0"-32.8" 5"  II 35.2" 143 65 2.3" 1.2" 8.9" 8" C
55K-FPS-A363 5,500 2,500 38.0" 2.0"-33.1" 5"  II 35.2" 145 66 2.3" 1.2" 8.9" 8" A
55K-FPS-A358 5,500 2,500 43.7" 2.0"-38.8" 5"  II 38.4" 158 72 2.3" 1.2" 8.9" 8" C

 Doosan
55K-FPS-A033 5,500 2,500 38.3" 2.0"-33.4" 4" II 35.2" 139 63 2.3" 1.2" 9.1" 8" B
55K-FPS-A034 5,500 2,500 43.4" 2.0"-38.5" 4" II 38.4" 150 68 2.3" 1.2" 8.9" 8" B
55K-FPS-A334 5,500 2,500 43.4" 2.0"-38.5" 5"  II 38.4" 156 71 2.3" 1.2" 8.7" 8" B

 Hamech
55K-FPS-A051 5,500 2,500 37.0" 2.0"-32.1" 4" II 35.2" 136 62 2.3" 1.2" 8.9" 8" A
55K-FPS-A052 5,500 2,500 41.0" 2.0"-36.1" 4" II 35.2" 145 66 2.3" 1.2" 8.9" 8" A
55K-FPS-A351 5,500 2,500 37.0" 2.0"-32.1" 5"  II 35.2" 142 64 2.3" 1.2" 8.9" 8" A
55K-FPS-A352 5,500 2,500 41.0" 2.0"-36.1" 5"  II 35.2" 151 69 2.3" 1.2" 8.8" 8" A
 Adjustable to 3" wide forks: Add 1.7" to minimum opening range.
  Adjustable to 3" and 4" wide forks. Add 3.3" and 1.7" to minimum 

opening range respectively.
� Compatible with current OEM production.

■¼ For forks longer than 72" or load centers exceeding 36",  
consult Cascade.

■¼ In order to ensure that the unit best suited for the application  
is selected, consult Cascade.

■¼ Load Backrest Types:   A: End hole patterns 
B: Face hole patterns   C: Face hole patterns with counterbore
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lbs kg A ITI-OTO lbs kg ET HCG VCG
 Hyundai

55K-FPS-A105 5,500 2,500 41.7" 2.0"-36.8" 4" II 38.4" 147 68 2.3" 1.2" 8.9" 8" A
 Hyster

55K-FPS-A045 5,500 2,500 35.7" 2.0"-30.8" 4" II 35.2" 133 61 2.3" 1.2" 9.1" 8" C
55K-FPS-A001 5,500 2,500 36.0" 2.0"-31.1" 4" II 35.2" 134 61 2.3" 1.2" 9.1" 8" B
55K-FPS-A030 5,500 2,500 38.5" 2.0"-33.5" 4" II 35.2" 140 64 2.3" 1.2" 9.1" 8" C
55K-FPS-A009 5,500 2,500 42.0" 2.0"-37.1" 4" II 38.4" 147 67 2.3" 1.2" 8.9" 8" C
55K-FPS-A390 5,500 2,500 36.2" 2.0"-31.3" 5"  II 35.2" 140 58 2.3" 1.2" 8.9" 8" A
55K-FPS-A330 5,500 2,500 38.5" 2.0"-33.5" 5"  II 35.2" 145 66 2.3" 1.2" 8.9" 8" C
55K-FPS-A391 5,500 2,500 40.2" 2.0"-35.2" 5"  II 35.2" 149 68 2.3" 1.2" 8.9" 8" A
55K-FPS-A309 5,500 2,500 42.0" 2.0"-37.1" 5"  II 38.4" 154 70 2.3" 1.2" 8.9" 8" C

 Komatsu
55K-FPS-A056 5,500 2,500 31.0" 2.0"-26.1" 4" II 28.9" 123 56 2.3" 1.2" 9.0" 8" A
55K-FPS-A051 5,500 2,500 37.0" 2.0"-32.1" 4" II 35.2" 136 62 2.3" 1.2" 8.9" 8" A
55K-FPS-A052 5,500 2,500 41.0" 2.0"-36.1" 4" II 35.2" 145 66 2.3" 1.2" 8.9" 8" A
55K-FPS-A356 5,500 2,500 31.0" 2.0"-26.1" 5"  II 35.2" 129 58 2.3" 1.3" 8.9" 8" A
55K-FPS-A351 5,500 2,500 37.0" 2.0"-32.1" 5"  II 35.2" 142 64 2.3" 1.2" 8.9" 8" A
55K-FPS-A352 5,500 2,500 41.0" 2.0"-36.1" 5"  II 35.2" 151 69 2.3" 1.2" 8.8" 8" A

 Linde
55K-FPS-A198 5,500 2,500 38.6" 2.0"-31.5" 4" II 35.2" 141 64 2.3" 1.2" 9.1" 8" B
55K-FPS-A196 5,500 2,500 40.9" 2.0"-33.8" 4" II 35.2" 144 65 2.3" 1.2" 8.9" 8" B
55K-FPS-A199 5,500 2,500 45.3" 2.0"-38.1" 4" II 40.9" 155 70 2.3" 1.2" 8.9" 8" B
55K-FPS-A365 5,500 2,500 40.9" 2.0"-33.8" 5"  II 35.2" 151 69 2.3" 1.2" 8.8" 8" B
55K-FPS-A366 5,500 2,500 45.3" 2.0"-38.1" 5"  II 40.9" 161 73 2.3" 1.2" 8.8" 8" B
 Mitsubishi

55K-FPS-A224 5,500 2,500 32.3" 2.0"-27.4" 4" II 28.9" 126 57 2.3" 1.2" 9.0" 8" A
55K-FPS-A222 5,500 2,500 36.2" 2.0"-31.3" 4" II 30.9" 133 61 2.3" 1.2" 8.9" 8" A
55K-FPS-A223 5,500 2,500 39.4" 2.0"-34.4" 4" II 35.2" 142 64 2.3" 1.2" 8.9" 8" A
55K-FPS-A332 5,500 2,500 36.2" 2.0"-31.3" 5"  II 30.9" 140 64 2.3" 1.2" 8.9" 8" A
55K-FPS-A333 5,500 2,500 39.4" 2.0"-34.4" 5"  II 35.2" 148 64 2.3" 1.2" 8.9" 8" A

 NIssan Forklift by Unicarriers
55K-FPS-A470 5,500 2,500 32.4" 2.0"-27.5" 4" II 28.9" 126 57 2.3" 1.2" 9.0" 8" A
55K-FPS-A469 5,500 2,500 36.2" 2.0"-31.3" 4" II 35.2" 134 61 2.3" 1.2" 8.9" 8" A
55K-FPS-A471 5,500 2,500 40.2" 2.0"-35.2" 4" II 35.2" 143 65 2.3" 1.2" 8.9" 8" A
55K-FPS-A397 5,500 2,500 36.2" 2.0"-31.3" 5"  II 35.2" 140 64 2.3" 1.2" 8.9" 8" A
55K-FPS-A398 5,500 2,500 40.2" 2.0"-35.2" 5"  II 35.2" 149 68 2.3" 1.2" 8.9" 8" A

Raymond
55K-FPS-A163 5,500 2,500 35.4" 2.0"-30.5" 4" II 30.9" 132 60 2.3" 1.2" 9.1" 8" A
55K-FPS-A160 5,500 2,500 37.0" 2.0"-32.1" 4" II 35.2" 136 62 2.3" 1.2" 8.9" 8" A

Schaeff
55K-FPS-A028 5,500 2,500 37.5" 2.0"-32.6" 4" II 35.2" 136 62 2.3" 1.2" 8.9" 8" A

WWW.CASCORP.COM • TEL: 800 CASCADE (227-2233)

Fo
rk

 P
os

iti
on

er
s 


 A
pr

il 
20

18

2-5

5,500 lb - 16,500 lb
5,500 lb - 16,500 lb

Ca
ta

lo
g 

Or
de

r N
o.

Su
gg

es
te

d 
Li

st
 p

ri
ce

 
US

A 
$

  Ca
pa

ci
ty

@
 

24
" 

(6
00

 m
m

) 
Lo

ad
 C

en
te

r 

Ca
rr

ia
ge

 
W

id
th

 w
/o

 
Lo

ad
 B

ac
kr

es
t

Op
en

in
g 

Ra
ng

e

Fo
rk

 P
oc

ke
t 

W
id

th

  M
tg

. C
la

ss
 

  M
in

. T
ru

ck
 

Ca
rr

ia
ge

 
W

id
th

 

  W
ei

gh
t 

  Ef
fe

ct
iv

e 
Th

ic
kn

es
s 

  Ho
ri

zo
nt

al
 C

tr
.

of
 G

ra
vi

ty
 

  Ve
rt

ic
al

 C
tr

.
of

 G
ra

vi
ty

 

To
ta

l S
id

es
hi

ft

  Lo
ad

 B
ac

kr
es

t 
Ty

pe
 

  lbs   kg    A ITI-OTO              lbs   kg   ET   HCG   VCG    
 Cascade
55K-FPS-A056 $1,655 5,500 2,500 31.0" 2.0"-26.1" 4" II 28.9" 123 56 2.3" 1.2" 9.0" 8" A
55K-FPS-A356 $1,655 5,500 2,500 31.0" 2.0"-26.1" 5"  II 28.9" 129 59 2.3" 1.2" 8.9" 8" A
55K-FPS-A051 $1,655 5,500 2,500 37.0" 2.0"-32.1" 4" II 35.2" 136 62 2.3" 1.2" 8.9" 8" A
55K-FPS-A351 $1,655 5,500 2,500 37.0" 2.0"-32.1" 5"  II 35.2" 142 65 2.3" 1.2" 8.9" 8" A
55K-FPS-A052 $1,775 5,500 2,500 41.0" 2.0"-36.1" 4" II 35.2" 145 66 2.3" 1.2" 8.9" 8" A
55K-FPS-A352 $1,775 5,500 2,500 41.0" 2.0"-36.1" 5"  II 35.2" 151 69 2.3" 1.2" 8.8" 8" A
55K-FPS-A054 $1,905 5,500 2,500 49.0" 2.0"-44.1" 4" II 40.9" 163 74 2.3" 1.2" 8.8" 8" A
55K-FPS-A354 $1,905 5,500 2,500 49.0" 2.0"-44.1" 5"  II 40.9" 172 78 2.3" 1.2" 8.8" 8" A
65K-FPS-B051 $1,845 6,500 3,000 37.0" 2.0"-32.1" 5"  III 34.3" 169 77 2.5" 1.2" 11.2" 8" A
65K-FPS-B052 $1,910 6,500 3,000 40.9" 2.0"-36.0" 5"  III 36.8" 180 82 2.5" 1.2" 11.4" 8" A
65K-FPS-B053 $2,095 6,500 3,000 49.0" 2.0"-44.1" 5"  III 40.7" 202 92 2.5" 1.2" 11.4" 8" A
100K-FPS-B051 $2,285 10,000 4,600 40.9" 2.2"-35.0" 7" � III 36.8" 315 143 3.0" 1.5" 12.0" 8" A
100K-FPS-B052 $2,440 10,000 4,600 49.0" 2.2"-43.1" 7" � III 41.9" 354 161 3.0" 1.5" 12.0" 8" A
100K-FPS-B053 $2,620 10,000 4,600 61.0" 2.2"-55.1" 7" � III 48.8" 508 231 3" 1.5" 11.2" 8" A
100K-FPS-B054 $3,325 10,000 4,600 72.0" 2.2"-66.1" 7" � III 65.7" 585 266 3" 1.5" 11.3" 8" A
120K-FPS-C051 $3,695 12,000 5,500 49.0" 3.8"-43.1" 7" � IV 41.9" 425 193 3.1" 1.8" 14.6" 8" C
120K-FPS-C052 $4,090 12,000 5,500 61.0" 3.8"-55.1" 7" � IV 50.9" 508 231 3.1" 1.8" 14.8" 8" C
150K-FPS-C051 $3,810 15,000 7,000 49.0" 3.8"-43.1" 7" � IV 46.0" 447 203 3.1" 1.6" 14.8" 12" C
150K-FPS-C053 $4,160 15,000 7,000 61.0" 3.8"-55.1" 7" � IV 48.0" 557 253 3.1" 1.8" 14.0" 12" C
150K-FPS-C055 $5,040 15,000 7,000 72.0" 3.8"-67.1" 7" � IV 60.0" 878 399 4.5" 2.2" 14.1" 12" C
150K-FPS-C055 $5,040 15,000 7,000 72.0" 3.8"-67.1" 7" � IV 60.0" 878 399 4.5" 2.2" 14.1" 12" C
  165K-FPS-C051 $4,345   16,500   7,500   49.0" 3.8"-43.1" 7" � IV 46.0" 484 220 3.1" 1.8" 14.0" 12" C
  165K-FPS-C053 $4,670   16,500   7,500   61.0" 3.8"-55.1" 7" � IV 55.1" 565 257 3.1" 1.6" 14.2" 12" C
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02 Fork Positioners

Installation Kit
Catalog

Order No.  Model 
Suggested List

Price USA $
 6067030  Single Function, JIC #6  � $125
 6060492  Single Function, ORFS #6  � $130
 6053309  Dual Function, JIC #6  � $210
6099639      Dual Function, ORFS #6  � $225

 For availability of truck specifi c Installation Kits, consult Cascade. 
Truck model and mast type required.

Installation Kit
Catalog

Order No. Model
Suggested List 

Price USA$
 224041  F-Series Single Function $125
 224042 F-Series Dual Function $210

Installation Kit
Catalog

Order No. Model
Suggested List

 Price USA $
 659245 C-Series Single Function $120
 659249 C-Series Dual Function $195

Installation Kit
Catalog

Order No. Model
Suggested List

 Price USA $
6067030 L-Series Single Function JIC #6� $125
6060492 L-Series Single Function ORFS #6� $130
6828693 L-Series Dual Function JIC #8/ORFS #8� $225

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $

 659245 35-100 D/G-Series  Single Function,        
Non-Sideshifting 

$120

6833553 120-150 D/G Non-Sideshifting $195

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $

 659249 35-55 D/G-Series  Dual Function,          
Sideshifting $185

672442 70-100 D/G-Series Sideshifting $185
6833552 100-150 D/G-Series Sideshifting $195

Installation Kit

 Catalog
Order 
No. Model Description

Fitting 
Type

                   
Suggested 
List Price 

USA $ 

 6067030 K/L-Series Single Function� JIC #6 $125
 6060492 K/L-Series Single Function� ORFS #6 $130
 6053309 K-Series  Dual Function� JIC #6 $210
6099639 K-Series Dual Function� ORFS #6 $225

6828693 L-Series Dual Function� JIC #8
ORFS #8 $225

 224041 F-Series  Single Function SAE #6 $125
 224042 F-Series  Dual Function SAE #6 $210

 659245 C/D/G-Series  Single Function, 
Non-Sideshifting 

JIC #6
 JIC #8 $120

 659249 C/D/G-Series  Dual Function, 
Sideshifting 

JIC #6 
JIC #8 $195

�■To connect from lift truck’s center termination to fork positioner manifold.
� To connect from lift truck’s center termination to fork positioner manifold 

and sideshifter cylinder.

� To connect from lift truck’s center termination to fork positioner manifold.
� To connect from lift truck’s center termination to the stationary center 
     termination manifolds.

�■To connect from lift truck’s center termination to fork positioner manifold.
� To connect from lift truck’s center termination to fork positioner manifold 

and sideshifter cylinder.
� To connect from lift truck’s center termination to the stationary center 
     termination manifolds.

Sideshifting

■¼ Forks are not included with attachment.

■¼ Fork installation does not require welding, drilling or tapping.

■¼ Non-sideshifting units available, see page 2-1.

■¼ For hydraulic options see page 2-3.

■¼ DO NOT USE TO CLAMP LOADS.

   Adjustable to 4" wide forks. Add 1.7" to minimum opening range.
 Fork pocket not adjustable.
�  Adjustable to 5" and 6" wide forks. Add 4.3" and 2.3" to minimum 

opening range.

■¼ Consult Cascade for applications beyond recommended load limits:
■n 55K, 65K, & 100K - forks longer than 96" or load centers exceeding 48"
■n 120K, 150K, & 165K - forks longer than 72" or load centers exceeding 36"

■¼ In order to ensure that the unit best suited for the application 
is selected, consult Cascade.

■¼ Load Backrest Types:
A: End hole patterns
B: Face hole patterns
C: Face hole patterns with counterbore
■¼ Overall Width: A dimension is limited to 51.2" on 

all 55/65K models,  82.0" on all 100K models, 61.0" on 
all 120/165K models and 94.5" on all 150K models.

 Adjustable to 3" wide forks: Add 1.7" to minimum opening range.
  Adjustable to 3" and 4" wide forks. Add 3.3" and 1.7" to minimum 

opening range respectively.
� Compatible with current OEM production.

■¼ For forks longer than 72" or load centers exceeding 36",  
consult Cascade.

■¼ In order to ensure that the unit best suited for the application  
is selected, consult Cascade.

■¼ Load Backrest Types:   A: End hole patterns 
B: Face hole patterns   C: Face hole patterns with counterbore
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lbs kg A ITI-OTO lbs kg ET HCG VCG
Tailift

55K-FPS-A136 5,500 2,500 40.2" 2.0"-35.2" 4" II 35.2" 143 65 2.3" 1.2" 8.9" 8" A
TCM by Unicarriers

55K-FPS-A084 5,500 2,500 38.1" 2.0"-33.2" 4" II 35.2" 139 63 2.3" 1.2" 8.9" 8" A
55K-FPS-A081 5,500 2,500 40.9" 2.0"-35.9" 4" II 35.2" 145 66 2.3" 1.2" 8.9" 8" A
55K-FPS-A382 5,500 2,500 36.6" 2.0"-31.7" 5"  II 35.2" 141 64 2.3" 1.2" 8.9" 8" A
55K-FPS-A381 5,500 2,500 40.9" 2.0"-35.9" 5"  II 35.2" 151 69 2.3" 1.2" 8.8" 8" A

Toyota
55K-FPS-A011 5,500 2,500 31.9" 2.0"-27.0" 4" II 28.9" 125 57 2.3" 1.2" 9.1" 8" A
55K-FPS-A087 5,500 2,500 36.2" 2.0"-31.3" 4" II 30.9" 134 61 2.3" 1.2" 9.1" 8" A
55K-FPS-A086 5,500 2,500 40.2" 2.0"-35.2" 4" II 35.2" 143 65 2.3" 1.2" 8.9" 8" A
55K-FPS-A385 5,500 2,500 31.9" 2.0"-27.0." 5"  II 28.9" 132 60 2.3" 1.3" 9.1" 8" A
55K-FPS-A387 5,500 2,500 36.2" 2.0"-31.3" 5"  II 30.9" 141 64 2.3" 1.2" 8.9" 8" A
55K-FPS-A386 5,500 2,500 40.2" 2.0"-35.2" 5"  II 35.2" 150 68 2.3" 1.2" 8.9" 8" A
TUSK

55K-FPS-A056 5,500 2,500 31.0" 2.0"-26.1" 4" II 28.9" 123 56 2.3" 1.2" 9.0" 8" A
55K-FPS-A051 5,500 2,500 37.0" 2.0"-32.1" 4" II 35.2" 136 62 2.3" 1.2" 8.9" 8" A
55K-FPS-A052 5,500 2,500 41.0" 2.0"-36.1" 4" II 35.2" 145 66 2.3" 1.2" 8.9" 8" A
55K-FPS-A356 5,500 2,500 31.0" 2.0"-26.1" 5"  II 35.2" 129 58 2.3" 1.3" 8.9" 8" A
55K-FPS-A351 5,500 2,500 37.0" 2.0"-32.1" 5"  II 35.2" 142 64 2.3" 1.2" 8.9" 8" A
55K-FPS-A352 5,500 2,500 41.0" 2.0"-36.1" 5"  II 35.2" 151 69 2.3" 1.2" 8.8" 8" A

Yale
55K-FPS-A045 5,500 2,500 35.7" 2.0"-30.8" 4" II 35.2" 133 61 2.3" 1.2" 9.1" 8" C
55K-FPS-A042 5,500 2,500 42.0" 2.0"-37.1" 4" II 38.4" 147 67 2.3" 1.2" 8.9" 8" A
55K-FPS-A342 5,500 2,500 42.0" 2.0"-37.1" 5"  II 38.4" 147 67 2.3" 1.2" 8.9" 8" A
55K-FPS-A030 5,500 2,500 38.5" 2.0"-33.5" 4" II 35.2" 140 64 2.3" 1.2" 9.1" 8" C
55K-FPS-A041 5,500 2,500 39.1" 2.0"-34.1" 4" II 35.2" 141 64 2.3" 1.2" 9.1" 8" A
55K-FPS-A009 5,500 2,500 42.0" 2.0"-37.1" 4" II 38.4" 147 67 2.3" 1.2" 8.9" 8" C
55K-FPS-A390 5,500 2,500 36.2" 2.0"-31.3" 5"  II 35.2" 140 58 2.3" 1.2" 8.9" 8" A
55K-FPS-A330 5,500 2,500 38.5" 2.0"-33.5" 5"  II 35.2" 145 66 2.3" 1.2" 8.9" 8" C
55K-FPS-A391 5,500 2,500 40.2" 2.0"-35.2" 5"  II 35.2" 149 68 2.3" 1.2" 8.9" 8" A
55K-FPS-A309 5,500 2,500 42.0" 2.0"-37.1" 5"  II 38.4" 154 70 2.3" 1.2" 8.9" 8" C

WWW.CASCORP.COM • TEL: 800 CASCADE (227-2233)
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  lbs   kg    A ITI-OTO              lbs   kg   ET   HCG   VCG    
 Cascade
55K-FPS-A056 $1,655 5,500 2,500 31.0" 2.0"-26.1" 4" II 28.9" 123 56 2.3" 1.2" 9.0" 8" A
55K-FPS-A356 $1,655 5,500 2,500 31.0" 2.0"-26.1" 5"  II 28.9" 129 59 2.3" 1.2" 8.9" 8" A
55K-FPS-A051 $1,655 5,500 2,500 37.0" 2.0"-32.1" 4" II 35.2" 136 62 2.3" 1.2" 8.9" 8" A
55K-FPS-A351 $1,655 5,500 2,500 37.0" 2.0"-32.1" 5"  II 35.2" 142 65 2.3" 1.2" 8.9" 8" A
55K-FPS-A052 $1,775 5,500 2,500 41.0" 2.0"-36.1" 4" II 35.2" 145 66 2.3" 1.2" 8.9" 8" A
55K-FPS-A352 $1,775 5,500 2,500 41.0" 2.0"-36.1" 5"  II 35.2" 151 69 2.3" 1.2" 8.8" 8" A
55K-FPS-A054 $1,905 5,500 2,500 49.0" 2.0"-44.1" 4" II 40.9" 163 74 2.3" 1.2" 8.8" 8" A
55K-FPS-A354 $1,905 5,500 2,500 49.0" 2.0"-44.1" 5"  II 40.9" 172 78 2.3" 1.2" 8.8" 8" A
65K-FPS-B051 $1,845 6,500 3,000 37.0" 2.0"-32.1" 5"  III 34.3" 169 77 2.5" 1.2" 11.2" 8" A
65K-FPS-B052 $1,910 6,500 3,000 40.9" 2.0"-36.0" 5"  III 36.8" 180 82 2.5" 1.2" 11.4" 8" A
65K-FPS-B053 $2,095 6,500 3,000 49.0" 2.0"-44.1" 5"  III 40.7" 202 92 2.5" 1.2" 11.4" 8" A
100K-FPS-B051 $2,285 10,000 4,600 40.9" 2.2"-35.0" 7" � III 36.8" 315 143 3.0" 1.5" 12.0" 8" A
100K-FPS-B052 $2,440 10,000 4,600 49.0" 2.2"-43.1" 7" � III 41.9" 354 161 3.0" 1.5" 12.0" 8" A
100K-FPS-B053 $2,620 10,000 4,600 61.0" 2.2"-55.1" 7" � III 48.8" 508 231 3" 1.5" 11.2" 8" A
100K-FPS-B054 $3,325 10,000 4,600 72.0" 2.2"-66.1" 7" � III 65.7" 585 266 3" 1.5" 11.3" 8" A
120K-FPS-C051 $3,695 12,000 5,500 49.0" 3.8"-43.1" 7" � IV 41.9" 425 193 3.1" 1.8" 14.6" 8" C
120K-FPS-C052 $4,090 12,000 5,500 61.0" 3.8"-55.1" 7" � IV 50.9" 508 231 3.1" 1.8" 14.8" 8" C
150K-FPS-C051 $3,810 15,000 7,000 49.0" 3.8"-43.1" 7" � IV 46.0" 447 203 3.1" 1.6" 14.8" 12" C
150K-FPS-C053 $4,160 15,000 7,000 61.0" 3.8"-55.1" 7" � IV 48.0" 557 253 3.1" 1.8" 14.0" 12" C
150K-FPS-C055 $5,040 15,000 7,000 72.0" 3.8"-67.1" 7" � IV 60.0" 878 399 4.5" 2.2" 14.1" 12" C
150K-FPS-C055 $5,040 15,000 7,000 72.0" 3.8"-67.1" 7" � IV 60.0" 878 399 4.5" 2.2" 14.1" 12" C
  165K-FPS-C051 $4,345   16,500   7,500   49.0" 3.8"-43.1" 7" � IV 46.0" 484 220 3.1" 1.8" 14.0" 12" C
  165K-FPS-C053 $4,670   16,500   7,500   61.0" 3.8"-55.1" 7" � IV 55.1" 565 257 3.1" 1.6" 14.2" 12" C
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Installation Kit
Catalog

Order No.  Model 
Suggested List

Price USA $
 6067030  Single Function, JIC #6  � $125
 6060492  Single Function, ORFS #6  � $130
 6053309  Dual Function, JIC #6  � $210
6099639      Dual Function, ORFS #6  � $225

 For availability of truck specifi c Installation Kits, consult Cascade. 
Truck model and mast type required.

Installation Kit
Catalog

Order No. Model
Suggested List 

Price USA$
 224041  F-Series Single Function $125
 224042 F-Series Dual Function $210

Installation Kit
Catalog

Order No. Model
Suggested List

 Price USA $
 659245 C-Series Single Function $120
 659249 C-Series Dual Function $195

Installation Kit
Catalog

Order No. Model
Suggested List

 Price USA $
6067030 L-Series Single Function JIC #6� $125
6060492 L-Series Single Function ORFS #6� $130
6828693 L-Series Dual Function JIC #8/ORFS #8� $225

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $

 659245 35-100 D/G-Series  Single Function,        
Non-Sideshifting 

$120

6833553 120-150 D/G Non-Sideshifting $195

Installation Kit
Catalog

Order No. Model
Suggested List

Price USA $

 659249 35-55 D/G-Series  Dual Function,          
Sideshifting $185

672442 70-100 D/G-Series Sideshifting $185
6833552 100-150 D/G-Series Sideshifting $195

Installation Kit

 Catalog
Order 
No. Model Description

Fitting 
Type

                   
Suggested 
List Price 

USA $ 

 6067030 K/L-Series Single Function� JIC #6 $125
 6060492 K/L-Series Single Function� ORFS #6 $130
 6053309 K-Series  Dual Function� JIC #6 $210
6099639 K-Series Dual Function� ORFS #6 $225

6828693 L-Series Dual Function� JIC #8
ORFS #8 $225

 224041 F-Series  Single Function SAE #6 $125
 224042 F-Series  Dual Function SAE #6 $210

 659245 C/D/G-Series  Single Function, 
Non-Sideshifting 

JIC #6
 JIC #8 $120

 659249 C/D/G-Series  Dual Function, 
Sideshifting 

JIC #6 
JIC #8 $195

�■To connect from lift truck’s center termination to fork positioner manifold.
� To connect from lift truck’s center termination to fork positioner manifold 

and sideshifter cylinder.

� To connect from lift truck’s center termination to fork positioner manifold.
� To connect from lift truck’s center termination to the stationary center 
     termination manifolds.

�■To connect from lift truck’s center termination to fork positioner manifold.
� To connect from lift truck’s center termination to fork positioner manifold 

and sideshifter cylinder.
� To connect from lift truck’s center termination to the stationary center 
     termination manifolds.

Sideshifting

■¼ Forks are not included with attachment.

■¼ Fork installation does not require welding, drilling or tapping.

■¼ Non-sideshifting units available, see page 2-1.

■¼ For hydraulic options see page 2-3.

■¼ DO NOT USE TO CLAMP LOADS.

   Adjustable to 4" wide forks. Add 1.7" to minimum opening range.
 Fork pocket not adjustable.
�  Adjustable to 5" and 6" wide forks. Add 4.3" and 2.3" to minimum 

opening range.

■¼ Consult Cascade for applications beyond recommended load limits:
■n 55K, 65K, & 100K - forks longer than 96" or load centers exceeding 48"
■n 120K, 150K, & 165K - forks longer than 72" or load centers exceeding 36"

■¼ In order to ensure that the unit best suited for the application 
is selected, consult Cascade.

■¼ Load Backrest Types:
A: End hole patterns
B: Face hole patterns
C: Face hole patterns with counterbore
■¼ Overall Width: A dimension is limited to 51.2" on 

all 55/65K models,  82.0" on all 100K models, 61.0" on 
all 120/165K models and 94.5" on all 150K models.

 Adjustable to 3" wide forks: Add 1.7" to minimum opening range.
  Adjustable to 3" and 4" wide forks. Add 3.3" and 1.7" to minimum 

opening range respectively.
� Compatible with current OEM production.

■¼ For forks longer than 72" or load centers exceeding 36",  
consult Cascade.

■¼ In order to ensure that the unit best suited for the application  
is selected, consult Cascade.

■¼ Load Backrest Types:   A: End hole patterns 
B: Face hole patterns   C: Face hole patterns with counterbore


