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SERIAL PORT MODES

This mode (parameter A3, option 0) is a two way serial 
transmission mode.  The output information is transmitted on 
demand. There are two ways for transmission:

•	 Press the "ON/PRINT" Button
•	 A command from the host device, for example a computer, 

is received.

NOTE: Verify cabling contains the proper handshaking.

The following modes are available for Configuration parameter 
"A3".  Refer to Service Manual, part no. 6910417, to change the 
parameter. The following options are available:

0 = Demand Full Duplex
1 = Continuous Full Duplex
2 = Auto Print
3 = RFID
4 = Test and Measurement
5 = 0-20 mA output
6 = 0-10 mA output

This mode (parameter A3, option 1) is a two way serial transmission 
mode.  The output information is transmitted on demand.  The output 
information is transmitted continuously and automatically occurs at 
the end of each screen update.  Additionally, the indicator reacts to a 
command received from the host device (example: a computer).

This mode (parameter A3, option 2) is a one time serial 
transmission once a non-zero, stable condition is achieved.

This mode (parameter A3, option 4) is like the Demand Duplex 
Mode but will print when the scale is in motion or overloaded 
(positive or negative value).

Demand Duplex Mode

Continuous Duplex Mode

Auto Print Mode

Test And Measurement Mode

Recognized Host Commands

Command Indicator Task Indicator will not react if...

P Print indicator's screen Scale is in motion, overloaded (positive or negative value)

Z Zero the scale Scale is in motion, overloaded (positive or negative value), in gross 
mode, or within the zero range

T Tare the scale Scale is in motion, overloaded (positive or negative value), or gross 
mode value is negative

G Switch to gross mode Scale is in motion, overloaded (positive or negative value)

N Revert to net Scale is in motion, overloaded (positive or negative value), or tare is 
not established

C Toggle units (kg or lb)
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OUTPUT STRINGS

The following modes are available for configuration parameter 
"A6".  Refer to Service Manual, part no. 6910417, to change the 
parameter. The following options are available:

0 = String Format 1 (Condec Demand)
1 = String Format 2 (Condec Continuous)
2 = Text Print Ticket
3 = Text Print Ticket with MP-20 Auto Label Feed
4 = Dot Matrix Printer
5 = Thermal Receipt Printer
6 = Label Printer
7 = Bluetooth Option
8 = Bluetooth Option + Thermal Receipt Printer

This option (parameter A6, option 2) is for serial printers. Print 
tickets will list the following:

This option (parameter A6, option 0) is for two way 
communication. 

This option (parameter A6, option 1) is for one way 
communication. 

Text Print Ticket

String Format 1 (Condec Demand String)

String Format 2 (Condec Continuous String)

Ticket Field
Names

Ticket Field 
Values 

(Examples) Notes

ID. No. 123456 To disable ID number field, refer to Service Manual, part no. 6910417, configuration 
parameter "A7". To change ID number field, refer to, configuration parameter "A8"

GROSS 25.00 lb

TARE 1.48 lb Field does not print unless in Tare Mode

NET 23.52 lb Field does not print unless in Tare Mode

DATE 03/01/2011 To disable date field, refer to Service Manual, part no. 6910417, configuration 
parameter "A18". 

String <STX> <POL> XXXXX.XX <SP> <LB/KG> <SP> <GR/NT> <CR> <LF>

Name Start 
Transmission Polarity Weight 

Data Space Units Space Gross/Net: Carriage 
Return

Line 
Feed

Options " " = Positive
"–" = Negative

LB = pound
KG = kilogram
pcs = pieces

GR = Gross
NT = Net

String <STX> <POL> XXXXX.XX <L/K> <G/N> <STAT> <CR> <LF>

Name Start 
Transmission Polarity Weight 

Data Units Gross/Net: Status Carriage 
Return

Line 
Feed

Options " " = Positive
"–" = Negative

LB = pound
KG = kilogram
pcs = pieces

GR = Gross
NT = Net

" " = Valid
M = Motion
O = Over/Under 
       Range
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COMMUNICATION PORT CONFIGURATION REFERENCE

The following is a reference for configuration parameters and 
options.

Communication Options

Communication Option

Parameter Option

A3
(Serial Port Mode)

A6
(Output String)

A4
(MP-20 Print Header)

PC, WiFi 0 0 —

Dot Matrix Printer without Header — 4 —

Thermal Receipt Printer without Header — 5 0

Thermal Receipt Printer with Header — 5 1

Label Printer without Header — 6 0

Label Printer with Header — 6 1

Bluetooth — 7 —

Bluetooth + Thermal Receipt Printer without Header — 8 0

Bluetooth + Thermal Receipt Printer with Header — 8 1
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ACCESSING CONFIGURATION MENU

FK0781.eps

4	 The indicator will show "A1". Press the "TARE" or "ON/
PRINT" buttons to view each parameter number.

2	 The indicator will show "-F-".   Repeatedly press the "ON/
PRINT" button until "-A-" (User Menu) shows. 

3	 Press the "ZERO/OFF" button.

5	 Press the "ZERO/OFF" button to view or change the 
parameter's setting.

6	 View or change the parameter's setting. Refer to 
"Configuration Mode Button Functions" for changing a 
value or selecting a value from a list.

1	 With the indicator powered off, press and hold the "ON/
PRINT" button for approximately 20 seconds.

To access the configuration menu and parameters, perform 
the following procedure:

1

2

3

45

6

Enter 
Parameter

Show the 
previous 
Menu Option

Show the 
Next Menu 
Option

Decrease 
Value

Increase 
Value

Accept
Value

Shift to the 
next digit, 
left OR
scroll up 
list

Shift to the 
next digit, 
right OR
scroll down 
list

Configuration Mode Button Functions

20 Seconds
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ACCESSING CONFIGURATION MENU

7	 After the setting is accepted, the indicator will return to 
the parameter showing the current parameter number.  
Repeat Steps 4 through 6 for each parameter setting to 
be changed.

8	 Press the "UNITS" button two times to save and exit 
Configuration Mode.

9	 The indicator will show "SEt" (in some cases) and 
automatically power off.

Press twice8
9

FK0782.eps
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Do you have questions you need answered right now? 
Call your nearest Cascade Parts Department.
Visit us online at www.cascorp.com

AMERICAS
Cascade Corporation
Parts Sales
2501 Sheridan Ave.
Springfield, OH 45505
Tel: 888-CASCADE (227-2233)
Fax: 888-329-0234

Cascade Canada Inc.
5570 Timberlea Blvd.
Mississauga, Ontario
Canada L4W-4M6
Tel: 905-629-7777
Fax: 905-629-7785

Cascade do Brasil
Praça Salvador Rosa,
131/141-Jordanópolis, 
São Bernardo do Campo - SP
CEP 09891-430
Tel: 55-13-2105-8800
Fax: 55-13-2105-8899

EUROPE-AFRICA
Cascade Italia S.R.L.
European Headquarters
Via Dell’Artigianato 1
37030 Vago di Lavagno (VR) 
Italy
Tel: 39-045-8989111
Fax: 39-045-8989160

Cascade (Africa) Pty. Ltd.
PO Box 625, Isando 1600
60A Steel Road
Sparton, Kempton Park
South Africa
Tel: 27-11-975-9240
Fax: 27-11-394-1147

ASIA-PACIFIC
Cascade Japan Ltd.
2-23, 2-Chome,
Kukuchi Nishimachi
Amagasaki, Hyogo 
Japan, 661-0978
Tel: 81-6-6420-9771
Fax: 81-6-6420-9777

Cascade Korea
121B 9L Namdong Ind. 
Complex, 691-8 Gojan-Dong
Namdong-Ku
Inchon, Korea
Tel:  +82-32-821-2051
Fax: +82-32-821-2055

Cascade-Xiamen
No. 668 Yangguang Rd.	
Xinyang Industrial Zone
Haicang, Xiamen City
Fujian Province
P.R. China 361026
Tel:  86-592-651-2500
Fax: 86-592-651-2571

Cascade India Material 
Handling P Ltd 
Sy no 271/8, Ingawale Patil 
Estate, 
Godown No.9,10 & 11, Bhugaon, 
Off Paud Road, Tal Mulshi, Dist 
Pune 411 042

Cascade Australia Pty. Ltd.
1445 Ipswich Road
Rocklea, QLD 4107
Australia
Tel: 1-800-227-223
Fax: +61 7 3373-7333

Cascade New Zealand
15 Ra Ora Drive
East Tamaki, Auckland
New Zealand
Tel: +64-9-273-9136
Fax: +64-9-273-9137

Sunstream Industries
Pte. Ltd.
18 Tuas South Street 5
Singapore 637796
Tel:  +65-6795-7555
Fax: +65-6863-1368


